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Introduction

The DriveRight Fleet Management Software (FMS) User’'s Manual provides a comprehensive review of all DriveRight
FMS functions. The information in this manual is also available by accessing the help file incorporated into the
program. We strongly recommend that you use this as a companion to the DriveRight FMS Getting Started Guide and
the DriveRight FMS Database Selection Guide included with your software.

The Getting Started Guide will walk you systematically through the initial steps of setting up your DriveRight
system.

The Database Selection Guide will help you choose and install the right database for your DriveRight FMS
application.

Once the system is established, this manual and the program help can serve as an ongoing reference.

Welcome to DriveRight Fleet Management Software

The DriveRight Fleet Management Software (FMS) allows you to store, view, and manipulate your driver safety and
vehicle use data on a Windows-compatible computer. More specifically, FMS provides tools for sorting, tracking,
analyzing and printing data, and viewing and printing reports from vehicle data for a large number of drivers and
vehicles at multiple locations.

DriveRight FMS features include:

Tracking drivers, vehicles, locations, and service

Viewing, graphing, printing and saving "accident log" information

Multiple user levels

Tamper logs

Sorting data and creating reports according to user-defined selection criteria
Summarize data by day and by trip

Compare vehicles, drivers, or groups of drivers

FTP Export / FTP Import data

Palm download support

What’'s New for DriveRight FMS 3.1

The most important change in DriveRight Fleet Management Software version 3.1 is support for the CarChip Fleet
device. DriveRight FMS 3.1 also includes two new reports.

CarChip Fleet Support

Download CarChip Fleet data into the DriveRight FMS database.
Store trip info, accident logs, and tamper logs.

View and set CarChip Fleet configuration in both the device and FMS database.

Note: DriveRight FMS 3.1 does not store engine data and diagnostic trouble logs in the database. This
information can be downloaded and viewed using the CarChip software included on your DriveRight FMS 3.1 CD.



New Reports

Time Over Speed Limit Exception Report

Days Since Last Download Report

Important Features in DriveRight FMS

DriveRight FMS is a total redesign of the earlier versions of the DriveRight Vehicle Management Software (VMS). We
designed and developed DriveRight FMS with an aim to provide:

Robust database server support, able to handle large amounts data.

Flexibility to configure and connect to more than one DataBase Management System (DBMS).
Better Reports for both viewing and printing.

Improved Database Browser.

Better organization of data coming from different locations.

Improved user interface.

Flexible Database support for almost any relational database which supports SQL language, and has a
OBDC driver.

Supports the following relational database servers: MySQL, Microsoft SQL Server and Oracle.
Free support for MS Access and MSDE, which are ideal for small fleets with a single user.

A location field was added to the database tables to facilitate “rolling up” data which makes it possible to
manage data from many locations in one database.

FTP export and import data through the internet making it easier to move data from one location to another.

Automatic backup and “zipping” of data with the option of keeping a fixed number of months in the database
to help speed up operations.

The “Add DriveRight” wizard makes adding a DriveRight to the program simpler and less prone to mistakes.
Elimination of redundant reports and the addition of several new reports.

Reorganized reports menu with several new and redesigned reports.

Improved viewing and printing of reports.

New “usage” report to help trace night and weekend driving.

Improved exception reports for Excessive Speed, Hard Braking, and Night Driving.

A “Relationship” report that shows a list of all DriveRights, which vehicles they are assigned to, along with a
default driver if one has been assigned.

Improved browser with user-configurable colors, fonts, and field widths.
Simplified filter support to make it easier to select what you want.

Use of standard calendar control for specifying dates.

Email support for all Excel generated reports.

Supports Palm PDA download of DriveRight consoles.

Operational Differences Between Driveright FMS and Earlier Versions

The operation of DriveRight FMS is very similar to DriveRight Vehicle Management Software (VMS) 2.x, but there are
some fundamental changes that you should be aware of.



* In 2.x the vehicle table contained all the information about a particular DriveRight, in addition to information on
the vehicle. However, in 3.0 a new table was introduced, the DriveRights table, which stores DriveRight
console information. Vehicle information is stored in the vehicle table, and DriveRight information is stored in
the new DriveRights table. In 3.0, a DriveRight must be “assigned” to a vehicle. When your old data is
converted, for each vehicle in 2.x a new DriveRight and vehicle is created in the 3.0 database.

Note: A DriveRight is identified using it's DriveRight ID, and a particular vehicle is identified using it's Vehicle ID.

Note: A “relationship” report was added to the program to help clarify the relationship between vehicles,
DriveRights, and drivers.

«  The “Set DriveRight” option in 2.06/2.6.1 appears as “View/Set” in the “DriveRight/DriveRight Settings” menu.
Unlike 2.06/2.6.1, when changes are made to a DriveRight using this option, they are also stored in the
DriveRight table.

e Adding a new DriveRight to the program can now be done more easily using the Add New DriveRight wizard
which steps you through the process and helps clarify where you stand with respect to the calibration of the
DriveRight.

* You will also notice that every table now has a “location” field. The location field was added to facilitate
“rolling up” of data from many locations so they can be managed in one database.

Architecture

DriveRight FMS architecture allows the software to be connected to any of the Database Servers we support. The
communication between DriveRight FMS and Database is done through an OBDC connection by means of an OBDC
driver. Currently DriveRight FMS supports MS Access, My SQL, MSDE, SQL Server and Oracle databases. Other
databases may be added in the future.

The following figure illustrates how DriveRight FMS connects to the back-end Database Server.
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Note: DriveRight FMS can only be connected to one database at a time.



When DriveRight FMS is opened for the first time, the user is prompted to select the database type to be used for this
installation. Based on the user’s selection, a connection is established to one of the OBDC drivers. The database type
is stored in the configuration file.

Database Selection Guidelines

DriveRight Fleet Management Software (FMS) supports the following databases.

Single-User Databases:

*  MS Access (Microsoft Access) (all required software included in DriveRight FMS)
*  MSDE (Microsoft Desktop/Data Engine) (all required software included in DriveRight FMS)
Multi-User Databases:

*  MySQL (requires software license)
 MS SQL Server (Microsoft SQL Server) (requires software license)
e Oracle (requires software license)

Note: Please refer to the DriveRight FMS Database Selection Guide for information on choosing and installing a
database for your installation.

Setup Overview

The initial setup of your DriveRight FMS consists of the following operations:

1. Database Selection and Installation

You will be asked to select a database when you run the software for the very first time.

2. Installing DriveRight FMS

3. Initial Program Configuration when you first run DriveRight FMS.

Refer to the DriveRight FMS Getting Started Guide for initial program configuration information.

4. Converting DriveRight 2.04, 2.05 & 2.06 Databases

If you have a DriveRight database created using version 2.04, 2.05, or 2.06 of the DriveRight Vehicle Management
Software, it needs to be converted for use with DriveRight FMS 3.0.

5. DriveRight FMS Software Setup
Check the following configuration preferences and make any necessary changes:
Set Units - Select your unit preferences for the data displayed in the dialog boxes, database browser, and reports.

Automation Options - If this option is set, you will be prompted to backup data at the intervals specified, and also can
set the amount of data to keep in the current database.

10



Download Options - Use this option to synchronize the DriveRight device date and time with your computer after
each download. Also, if a downloaded device is either a 500 or 600 model, you can choose how the software will treat
the Driver ID. Once set, this preference will be uniform for all devices.

6. Set Default DriveRight Settings Wizard

The values entered in this setup are used as default settings when you add new DriveRight devices to the database.
You can set DriveRight default values using the Default DriveRight Settings Wizard in the Setup Menu. Check the
default settings to make sure they suit your application.

7. Set Default CarChip Settings

The values entered in this setup are used as default settings when you add new CarChip devices to the database. You
can set CarChip default values using the Default CarChip Settings command in the Setup Menu. Check the default
settings to make sure they suit your application.

Note: If you are using both DriveRight and CarChip devices in your fleet, be sure to set the Safety Settings
uniformly for both types of devices.
8. Select the Serial Port and Test Communications

e Use the Serial Port - DriveRight command in the Setup Menu to select the serial port used to connect to a
DriveRight device.

»  Use the Serial Port - CarChip command in the Setup Menu to select the serial port used to connect to a
CarChip device.

*  Use the Auto Detect feature in the Serial Port dialog box to test communications.

9. CarChip Considerations

« If both a CarChip device and DriveRight console are installed in the same vehicle, you will need to create
duplicate entries in the DriveRight FMS databases for the vehicle and driver. Otherwise you will see duplicate
trip data in your DriveRight FMS reports.

e If you have multiple serial ports, you can connect CarChip to one serial port and DriveRight to another. If you
do not have multiple serial ports we recommend you buy a serial switch box to switch between the two
devices or a serial extension cord to make plugging and unplugging the download cables more convenient.

« If you are using both CarChip and DriveRight devices, make sure both types of devices use the same safety
settings.

e Speed Band 3 in CarChip should match Speed Limit in DriveRight.
« Hard Braking in CarChip should match Decel Limit in DriveRight.
e Hard Acceleration in CarChip should match Accel Limit in DriveRight.

*  Unlike DriveRight, a CarChip can be assigned either to a vehicle or to a driver.

10.Building Your Database Tables — Adding DriveRights

When you add a DriveRight you will need to assign a default vehicle. When you add a vehicle you will need to assign a
default driver. So, it is most efficient to add the drivers first, the vehicles second and the DriveRights third.

. First, add all drivers.
* Second, add all vehicles.
e Third, add all DriveRights.

Important:  If you selected either a UNALLOCATED DRIVER or UNKNOWN VEHICLE, you should change
them to real entries before actually using the DriveRight in the field and downloading it.
Otherwise, the data will be assigned to the wrong entities and will affect the results when you
run Reports, etc.
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11.Building Your Database Tables — Adding CarChips

When you add a CarChip you will need to assign it to either a vehicle or a driver. If you assign CarChip to a vehicle, all
the downloaded data is assigned to the default driver of that vehicle. If you assign CarChip to a driver, all the
downloaded data is assigned to that driver and the vehicle will be unallocated.

» If a CarChip will only be used in one vehicle, assign it to that vehicle.

e If a CarChip will be used by only one driver, assign it to that driver. A CarChip assigned to a driver can be
used in multiple vehicles.

12.Using the Software

You are now ready to start using DriveRight FMS.

Converting 2.04-2.06/2.6.1 Database to DriveRight FMS Format

A separate conversion utility, OldToNew, has been included with the DriveRight FMS software to allow the conversion
of existing DriveRight 2.04, 2.05, 2.06 and 2.6.1 database files for use with DriveRight FMS.

Note: This conversion utility can only be used with databases created by DriveRight 2.04, 2.05, 2.06 or 2.6.1. If
you are using an earlier version of the DriveRight software you must first upgrade to one of the supported
versions.

Use the following procedure to convert your existing DriveRight database for use with DriveRight FMS:

1. Install and run DriveRight FMS before you convert your data to the new format.

2. Verify the current location in DriveRight FMS using the Current Location command in the Setup Menu. This
location information will be associated with all the 2.x data when converted into the new database format.

Set Current Location |

IDavis j

Caricel | Help |

3. Toimport data to a new location, select the Company Locations command in the Database Menu in DriveRight
FMS, then click the Add New button in the Company Locations browse window.

|| :l Company Locations H= E
Location ID| Location Name |Location Address
1 Davis Haywiard, CA
2 Kennewick Kennewicl, WA
3 Diablo_MySQL | 3465 Diablo Avenus, -
4 Fremont 1]

AddNew | SeiFiter | Edt | Delete | Close Piint Help

4. Go to Startup>Programs>DriveRight and run OldToNew.

5. To import data, select the location from the drop down list.
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| 1] O1dT oM ew I 3

Fleaze zelect your location name

Location Mame: |Davis j
Location Address Erlearl?-llunﬁtr-d}ISGL
K.ennewick
Borland T ables Dir I Browse |
| Cornert I Stop Cancel |

6. Click the Browse button to select the old Borland tables directory (By default it is C:\Program Files\DriveRight
Software\tables).

7. Click the Convert button to start the conversion. Once the data is converted you will see a success message.

Note: The conversion process can take a long time depending on the size of your 2.x database. You can interrupt
the conversion at any time by clicking the stop button, but this is not recommended.

8. Go to DriveRight FMS and view various tables using the Database Menu commands to make sure the data has
been converted properly.

Tool Bar Icon Information

The tool bar icons provide quick access to frequently used coammands. Refer to the list below for each icon’s function.

||i| Fleet Management Software 3.1 - July 14 2003 |- O] <]
File Setup DriveRight CaChip Database Bepots Help

HESER 2 EMFEF S0l EEER %

v
4] | 3

For help, press F1. MUK

List of Toolbar Icons

Database Icons

m View Trips Database
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View DriveRight Database

View CarChip Database

View Drivers Database

W@ a

View Vehicles Database

Add Device Icons

Add New DriveRight Wizard

b s

Add New CarChip Wizard

Py
[0}
k]
o
=
i
o
o
>
»

Driver Performance Score Report

Trip Summary Report

% [

Usage Report

[
e

Odometer Report

%

Accident Log Report

File Menu Command Icons

Print

Print Preview

by )

Clear Screen

Data Download/Export Icons

i

Download DriveRight
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Help Icon

Download CarChip

Download Palm

Export GPS Data to Mapping Software

Help Topics
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Menu Commands

The main menu commands in DriveRight FMS provide access to program functions:

File Menu — File-related commands such as backup, restore, import and export.
Setup Menu — Program setup commands

DriveRight Menu — DriveRight console commands for adding DriveRights, viewing or changing DriveRight
settings, viewing accident and tamper logs.

CarChip Menu — CarChip commands for adding CarChips and for viewing or changing CarChip settings.
Database Menu — Database Table commands to view, add, edit or delete records
Reports Menu — Create reports

Help Menu — Access DriveRight FMS program help and view program version info
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File Menu

The following commands are available in the File Menu:

e Backup
* Restore
e Import

«  Export

e Print

e Print Preview
e Print Setup
* Clear Screen

. Exit

Backup

The Backup feature is used to archive old data as a zip file. The backup files are stored in the Backup sub-directory in
the DriveRight FMS install directory. The Backup sub-directory is created the first time you back up your data.

The backup zip files are named based on the start and end dates chosen for the backup. For example, if you pick the
dates between March 6, 2003 and March 27, 2003, the backup file will be named 6March2003_27March2003.zip.

You can configure how much data to keep active after a backup by setting up your Automation Option preferences in
the Setup menu. Limiting the amount of data in the active database helps prevent the database from growing into an
unmanageable size.

Active Database Size Recommendations
The following recommendations are based on tests and calculations made with these assumptions:

® 10 trips per day per vehicle
e Trip duration: 1 hour (10 hours driving time per day per vehicle)
» GPS data logged every 10 seconds

Note: If your fleet size exceeds the scenarios shown below, we recommend that you use a multi-user database.
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Recommendations Table

Scenario Number of |Amount of Active Data |Remarks and Recommendations
Vehicles in
Database
Single-User 25 Upto 1 year Backup data once a month for application performance.
Database with Using automation options you can set maximum of 1 year
no GPS of data in the active database.
50 Up to 9 months Backup data once a month for application performance.
Using automation options you can set maximum of 9
months of data in the active database
100 Up to 6 months Backup data once a month for application performance.
Using automation options you can set maximum of 6
months of data in the active database.
MSDE with 5 Up to 1 month Backup data every month for application performance.
GPS Using automation options you can set maximum of 1
months of data in the active database
MS Access 10 Up to 1 month Backup data every month for application performance.
with GPS Using automation options you can set maximum of 1
months of data in the active database.
Multi-User Unlimited  |3-6 months Backup data every month for application performance.
Database Using automation options you can set maximum of 6
with/without months of data in the active database.
GPS

Note: If you have GPS data, we recommend backing up more often than recommended, typically once a week.

To backup data:

1. Click Backup in the File menu. The Backup Files To dialog box is displayed.

Backup Filez To |

Select: I =5 Backup

x| = @& ek E-

FJ 19March2003 zip

Backup |

Cancel

Help
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2. From the Backup Files To dialog box select the folder where the backup file will be written. The Backup Options
dialog box is displayed.
Note: The Backup Options dialog box will not be displayed the first time you back up DriveRight data.

Backup Options |

Lagt Backup Date : |U3f05f2503

" Backup whole database

% Backup data between the intereat

— Chooze interval

Start D ate I 03/06/2003 "l [ rrnAdd Ay |
End Date I 03/27/2003 vl

] I Cancel | Help

3. Inthe Backup Options dialog box check your last backup date and specify whether to backup the whole
database or only those records falling within a specified time period. The start date will always be initialized to

the last backup date.
4. Click OK to initiate the backup or click Cancel to exit the dialog box without backing up your database.

When the backup is finished, click OK to return to the program.

Restore

The Restore command is used to get a previously Backed up data back into the active database. In this process you
can pick one or more tables to be restored.

To restore data:

1. Click Restore in the File menu. The Restore Files From dialog box is displayed.
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Reszstore Files From |

Look in: I'a Backup j 4= EF E-
@ Bt arch2003_27March2003.zip
[ 13March2003. 2ip
File: narme: ||
Files of type:  |Backup ZipFilesi* bak; * zip] =]
Festare | Cancel | Help |

2. From the Restored Files From dialog box select a single zip file to restore, and then click the Restore button.
DriveRight FMS unzips the file and displays all the tables in the dialog, and displays the following dialog box:

DriveRight |

® Do you want ba restore all the databaze tables in the ZIP file

Note: You can only restore one zip file at a time.

Note: The backup file filename is based on the start and end dates chosen for the backup.

3. You can either restore all the database tables or restore individual database tables. Click Yes in the dialog box
to restore all the tables. Click No to restore selected database tables.

4. If you are restoring selected database tables, select each table to be restored. Hold down the Control key on
your keyboard to select multiple tables. When you have finished making your selection, click Restore to restore
the tables or click Cancel to exit without restoring the tables.
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Reszstore Files From |

Look in: I {3 Backup j 4= EF E-
@ Bt arch2003_27harch2003. zip DrriveRights. bak
@ 19 arch2002. zip DriverGroups. bak

Wehicles bak CompanyLocations. bak
Trip&ddresses bak

Fleets. bak

Crivers.bak
File: narme; |
Files of type:  |Backup ZipFilesi* bak; * zip] =]

Cancel | Help |

5. When the files have been restored, click OK to return to the program.

Import Menu

Use the Import Menu options to import DriveRight database data into DriveRight.
e Import: FTP Import

e Import: Other Data Commands
Import: FTP Import

FTP (File Transfer Protocol) Import allows you to import DriveRight data from a remote site. Use this procedure for
FTP Import only. Use the Import: Other Import Commands procedure for all other import commands.

Note: Before you start this operation, contact your systems administrator for your FTP account information.

To use FTP Import:

1. Select the Import command in the File Menu.

2. Select FTP Import from the Import drop-down menu. The FTP Import dialog box is displayed.
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FTP Import |

FTP HogtM ame I

| zer ame I

Paszword I

Femaote Path I

Paort I21

[T Use Passive Mode

Impaort I Cancel | Help |

P

N o

In the FTP HostName edit box, type the name of the FTP server that you want to import the database tables
from. eg: toolbox.davisnet.com

In order to access the FTP site you must have a user account on the FTP site. Enter your user name and
password in the edit boxes.

In the Remote Path edit box, you can enter a specific directory path in the FTP server.
Default port for the FTP site is 21. Use the default port unless the FTP site listens on a different port.

Default connection to the FTP site is active mode. Some FTP sites allow only passive mode connections.(check
the passive mode check box in that case). For details, contact your system administrator.

Click the Import button. The following FTP Import dialog box appears, which displays the directories and files
located at the specified location on the FTP server.

FTP Import |

Lack in IE j

_ ] Allen Melton | techzupport
1 brett _ITEST

j cuztamer J v

" Diablo_MyS0L NOASMO. THT
3 driveright 3.0 test

1 quy

;I pete

1 501 Server

FileType [4l Files (7] =] Cancel
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9. Locate and select the sub-directory named for the DriveRight FMS location from which you want to import the
database tables. Click Import to open the directory.

10. Locate and select the zip file containing the database tables you wish to import. Click Import to import the
tables.

11. When the files have been successfully imported, click OK to return to the program.

Note: You can stop the import at anytime by clicking the Cancel button.

Import: Other Import Commands

Use the Import tables command to import individual DriveRight Tables into your database. This is the procedure for all
import commands except FTP Import.

To import data:

1. Select Import in the File Menu.
2. Select the table you wish to import (Drivers, Vehicles, Trips, etc.) from the list.

3. When the Import dialog box appears, go to the directory where the file to be imported are located. Select the file
to be imported and click Import to import the data or click Cancel to exit without importing.

Import Drivers From |
Look i Ia by Exparts j & I-:j{ -

File narme; IDrivers.t:-:t

Filez of ype: I DiriveRight [mport[* k=t j

[rpart | Cancel | Help |

Export Menu

Use the export menu options to export DriveRight FMS data.

*  FTP Export - Use the FTP Export command to export database data to a remote site.

«  Export GPS to Mapping Software - Use the Export GPS to Mapping Software command to export GPS data
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in a format designed to be imported into mapping software.

*  Export Accidents to Mapping Software - Use the Export Accidents to Mapping Software command to export

accident GPS data in a format designed to be imported into mapping software.

«  Other Export Commands - Use the other export commands to export the indicated type of data in a tab-

delimited text file.

Export: Accidents to Mapping Software

Note: This command can only be used for accidents logged by a DriveRight 600 equipped with the optional GPS

module.

To export accident log data:

1. Select Accident to Mapping Software from the Export command in the File Menu. The Export Accidentlogs To

dialog box is displayed.

Export AccidentLogs To EH |
Save jn; | = DriveRight 3.0 Beta 35 03 =] « & cf B~
config. bt E uzage_report, b @driverightSE
eventLog. bt Driver_Usage tabbed test kat CarChip.lib
D:I DriveRightDE.mdb I1zageReport. hitm readme. doc

28 DiiveRightDE. Idb reg.dr DR3.0.5a

= | confighackup.tst I"||:||I:|TI:INEW.EHE £ hosthodel
I“| DriveRight.exe CarChip.dil %’ Setup.bmp

L | i

File: M arne ; I.&EEIDENTLDGS.TKT

Export | Cancel Set Filker Browse Help

2. Select the file directory in which to save the accident log files.

Verify the file name for the accident log file. You can edit the name in the dialog box if desired.

4. Click Export to create the accident log data file or click Cancel to exit. If you click OK, the exported Accident

Log data will be saved in a file ready to be imported into your mapping software.

5. To export GPS data for selected drivers or DriveRights, click on Set Filter In the Export GPS To dialog box. The

Filter for GPS dialog box appears.
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10.

11.
12.

13.

Filter For GPS ]|

Company Locatian IDavis Instrumnents

" Browse &l
€ Dijver Mame IHarr_l,I Puotter j
" DriveRight ID | =l

[T GPS Between

Start Date & Time IDSHEDHEDDS L’I12:EIEI:EIEI A j [ rarndid g ]

[ &M PM |
End Date & Time |D3xznxzn|33 L’|11:59:59 PM

High Spead »= IU rilezAhr

Cancel Help

Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.

To export data for all drivers and DriveRights, click the Browse All radio button.
To export GPS records for a specific driver, click Driver Name and select the driver from the list.
To export GPS records for a specific DriveRight, click DriveRight ID and select the DriveRight from the list.

To export GPS records for a specific time interval, check GPS Between. Edit the Start Date & Time and the End
Date & Time as desired.

To export GPS records with a high speed over a specified speed, enter a speed in the High Speed >= text box.

Click OK to set the filter or click Cancel to exit without changing the filter. The Export GPS To dialog box is
displayed.

Click Export to create the accident log data file or click Cancel to exit. If you click OK, the exported Accident
Log data will be saved in a file ready to be imported into your mapping software.

To import data into MapPoint:

o > 0 np e

Start the MapPoint application.

Select Import Data Wizard from the Data pull down menu.

Using the File Dialog find select the ACCIDENTLOGS.TXT file and click on Open.
"Tab" should be selected to separate the data. Click Next.

All the fields you exported will appear in the next dialog. Column headings are included and should be detected
by the program. All the columns should have <Other Data> as their data type except Lat and Long. Check to
make sure the Lat and Long were detected correctly. If they are not, correct them. Click Finish.

Choose Multiple Symbol and click Next. These instructions show you how to color code accident log points by
speed at TO. TO is the middle point of the accident log.

In "Select the data filed or column to map" list, select time_TO. In "Divide the data you chose above by" list,
select <None>. In "Show the data by" list, select Latitude & Longitude. Click Next.

Enter the speed divisions you want to use and the color for each division.
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9. Click Finish to plot the points.

10. In the left frame, right click on "time_TO by Latitude & Longitude". Select "Properties”. Open the Balloon tab and
select time_TO0, accidentDateTime and any other fields you want to view.

11. Zoom in enough to see individual points, right click on a point, and pick "Show Information”, to look at data for
that particular point.

12. MapPoint allows you to navigate around on the map pretty well. Some useful keystrokes are '+’ to zoom in and
‘- to zoom out. Also, you can draw a box around an area and then click in it to zoom into it. You can scroll the
map using your mouse by just positioning the mouse cursor on the side of the map you want to scroll into.

Filter for GPS

The Filter For GPS dialog box is displayed when you select the GPS command in the Database menu or when you
select the Set Filter command when you are exporting data. The GPS filter allows you to select data based on the
options you choose in the filter dialog box.

To filter GPS data:

1. Select the GPS command in the Database menu. The Filter For GPS dialog box is displayed.

Filter For GPS ]|

Company Locatian IDavis Instrumnents

{~ BErowse Al

€ Dijver Mame IHarr_l,I Puotter

[
[

" DriveRight 1D |

[T GPS Between

Start Date & Time IDSHEDHEDDS L’I12:EIEI:EIEI &b j [ rrnd ddd Ay |

[ &M PM |
End Date & Time |D3xznxzn|33 L’|11:59:59 PM

High Spead »= IU rilezAhr

Cancel Help

Click the Browse All to select all records.

Click Driver Name and select a driver from the drop-down list to select the records for a specific driver.
Click DriveRight ID and select an ID from the drop-down list to select the records for a specific DriveRight.
Check GPS Between and select a Start Date and End Date to select records for a specific time period.

To select records with a high speed over a specified speed, enter a speed in the High Speed >= text box.

N oo g M DN

Click OK to set the filter or click Cancel to exit the dialog box.
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Export: FTP Export

FTP (File Transfer Protocol) Export shows all the available database tables that you want to export to the FTP site. By
default all tables are selected. You can un-check the tables that you don’t want to export.

Note: Before you start this operation, contact your systems administrator for your FTP account information.

Steps to follow:

1. Select Export in the File Menu.
2. Select the FTP Export from the menu list. The FTP Export dialog box is displayed.

FTF Export |
ERTR I — Databasze Tables |
¥ Comparylozations: Iv| GRS
LlserNamEI ¥ DriverGroups V¥ Trips
Passwnrdl V¥ Drivers ¥ Days
Femate F'athl ¥ DriveRights ¥ TamperLogs
Fart |21— [¥ Fleets W Accidentlogs
[T Use Passive Mode v “ehicles v Odometer_ogs
Last date of expart I— ¥ Tipaddesses ¥ DownloadDates

— Chooze [nterval

[T Export data between
Start Date |D3£1 5/2003 j [ mnddd iy |

End D ate |D3£1 5/2003 j

Cancel Help

3. Inthe FTP Host Name box, type the name of the FTP server that you want to export the database tables.

4. In order to access the FTP site you must have a user account on the FTP site. Enter your user name and
password in the appropriate boxes.

5. In the Remote Path box, you can enter a specific directory path in the FTP server to which to export your files.
6. Default port for the FTP site is 21. Use the default port unless the FTP site listens on a different port.

7. Default connection to the FTP site is active mode. Some FTP sites allow only passive mode connections.(check
the passive mode check box in that case). For details, contact your system administrator.

8. Select the database tables to be exported by clicking the box for each table. Click a second time to de-select the
table.
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9. If desired, you can export records that are dated within a specified time interval. The default start date for the
interval is the last date of export. The default end date is the current date. You can change the start and end
dates as required. If you have exported data previously, the last date of export is displayed in the dialog box.

10. Click export button once you are done with the above steps.

11. Application will create a sub-directory with your current location name on the FTP site, if it doesn't already exist,
and then exports a ZIP file to the sub-directory. Default name for the export ZIP file is "day" + "month" +
"year".zip (20jan2003.zip).

Export: GPS to Mapping Software
DriveRight can export GPS data to be used for plotting by third party software.

To export GPS data:

1. Select Export in the File Menu.
2. Select GPS to Mapping Software in the drop-down Export menu. The GPS Fields dialog box is displayed.

GPS Fields ]|

¥ DriveRight D [+ High Speed

<

¥ GPS DateTime W Latitude
V¥ Day ¥ Longitude
V¥ Speed V¥ Status

¥ Direction ¥ Braking Select Al

¥ Diriver Mame v Lights Clear Al |
Caricel |

3. Only the checked GPS fields will be exported. Click on Select All to check all fields. Click on Clear all to clear all
fields. Click in the box for each field to toggle the check on and off.

4. Note: These key fields should always be selected: GPS DateTime, Speed, High Speed, Latitude and Longitude.

Click OK in the GPS fields box to continue, click cancel to exit. If you click OK, the Export GPS To dialog box is
displayed.

28



© © N

Export GPS To |

Save in: | ‘- DriveRight ~| & & 5k B

M arme | Size f| Type -
a Backup File Folder

a UzageReport_files File Folder b
reg.dr 1KE DF File
tarnper. bt 1KE  Text Docurnent
uzage_repork.tat 2KB  Test Document

Z| accident. bat 19 K'iE Text Document >
4 [

File Name: {5PS.TXT

E wpart | Cancel Set Filker Browse Help

The default file name is GPS.TXT and the default directory is the DriveRight FMS install directory. You can edit
or change the file name directly in the text box. You can also change the directory in which the exported GPS
data file will be saved.

Click the "Set Filter" button to narrow the selection of GPS data to be exported.
Click the Browse button to view the GPS data before you export it.

Press OK when you are ready to export the GPS data or click Cancel to exit without exporting data. If you click
OK, the exported GPS data will be saved in a file ready to be imported into your mapping software.

To import GPS data into MapPoint:

o > 0w N

10.

11.

Start the MapPoint application.

Select Import Data Wizard from the Data pull down menu.

Using the File Dialog find select the GPS.TXT file and click on Open.
"Tab" should be selected to separate the data. Click Next.

All the fields you exported will appear in the next dialog. Column headings are included and should be detected
by the program. All the columns should have <Other Data> as their data type except Lat and Long. Check to
make sure the Lat and Long were detected correctly. If they are not, correct them. Click Finish.

Choose Multiple Symbol and click Next. These instructions show you how to color code accident log points by
speed at TO. TO is the middle point of the accident log.

In "Select the data filed or column to map" list, select highSpeed. In "Divide the data you chose above by" list,
select <None>. In "Show the data by" list, select Latitude & Longitude. Click Next.

Enter the speed divisions you want to use and the color for each division.
Click Finish to plot the points.

In the left frame, right click on "highSpeed by Latitude & Longitude". Select "Properties”. Open the Balloon tab
and select gpsDateTime, highSpeed and any other fields you want to view.

Zoom in enough to see individual points, right click on a point, and pick "Show Information", to look at data for
that particular point.
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12. MapPoint allows you to navigate around on the map pretty well. Some useful keystrokes are ‘+’ to zoom in and
‘- to zoom out. Also, you can draw a box around an area and then click in it to zoom into it. You can scroll the
map using your mouse by just positioning the mouse cursor on the side of the map you want to scroll into.

Export: Other Export Commands

Use the Export "data type" command to export the data in the database to a file. The exported files are in a tab-
delimited text file format and can be used to exchange information within your company, with your clients, etc.

To export data:

1. Select Export in the File Menu.

2. Select the data type you wish to export (Drivers, Vehicles, Trips, Costs, etc.) from the drop-down menu. The
Export "data type" To window is displayed. The Export Trips To window is shown here as an example.

Export Tripz To |

Save jn; Ia DrriveRight j & £ -

M arme | Size f| Type -
a Backup File Folder
a UzageReport_files File Folder b
reg.dr 1KE DF File
tarnper. bt 1KE  Text Docurnent
uzage_repork.tat 2KB  Test Document

Z| accident. txt 19KB  Test Document i
1 | r
File Mame : I
E wpart | Cancel Set Filker Browse Help

Create a name for the file you wish to export on the Export File Name box (for example: Trips.txt).

4. Use the browse function in the Export data type To dialog box to select a destination where you wish to place
the file.

5. In some cases, you can use the Set Filter option to more specifically specify the data to be exported (for
example: export only information related to one driver, or a group, or a period of time, etc.).

6. If you wish you can view the file before exporting by clicking the Browse button. This will give you the
opportunity to view the selected records that will be exported.

7. If the data is correct, you can click the Export button to create the export data file.

Print

Use the Print command to print a DriveRight report that is displayed on your screen.
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To print:
1. Click Print in the File menu. The print dialog box appears.
2. Select your desired print options.
3. Click OK to print or click Cancel to exit the dialog box without printing.

Note: The Print command is only enabled when a report is being displayed.

Print Preview

To preview a print job:

1. On the File menu, click Print Preview.

2. Use the buttons on the toolbar to look over the page or make adjustments before printing.

Print Setup

To setup your print options:

1. On the File menu, click Print Setup.

2. Select your desired print options.

3. Click OK to save the settings or click Cancel to exit the dialog box without saving.

Clear Screen

Use the Clear Screen command to clear reports from the main program window.

To clear the screen:

1. Click Clear Screen in the File menu. The main program window is cleared.

2. You can also use the Clear Screen icon to clear the screen: u

Exit
Use the Exit command to close the DriveRight software.

To exit the software:

1. Click Exit in the File menu. The software quits.
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Setup Menu

The following commands are available in the Setup Menu:
e Current Location
e Users
*  Preferences
* Host Mode
e Serial Port — DriveRight
e Serial Port - CarChip
«  Default DriveRight Settings
»  Default CarChip Settings
» Digital Input Labels

Current Location

DriveRight FMS allows you to organize your data according to location. All information is stored as part of the Current
Location. You need to set Current Location value properly for proper data storage. Once current location name is set,
the corresponding location id is stored in all the downloads. All operations like database browsing, reporting, etc, are
performed with respect to the current location.

To change the current location:

1. Choose the Current Location command in the Setup Menu. The Set Current Location dialog box is displayed:

Set Current Location |

I Draviz Instruments j

Cancel |

2. Select the desired location from the drop-down list.

3. Click Set to change the location or click Cancel to exit without changing the current location.

Note: A new location can be added by going to Database->Company Locations, and clicking Add New button in
the Browser.

Users Command Menu

The Users Menu commands allow you to log in and to change your password. If you are the Super User you can also
browse the list of registered users.

e Login
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*  Browse/Add Users
e Change Password
Users: Login

The Users Login command allows you to change the User without exiting the program. You must be a registered user
to access program functions.

To change the current user:

1. Select Login from the Users command in the Setup Menu. The Login dialog box is displayed.

Login |

Izer ame ||

Paszward : I

Cancel |

2. Enter your User Name and Password.

3. Click OK to log in, or click Cancel to exit the dialog box without changing the current user.

Users: Browse/Add

The Users Browse/Add command opens the Users browse window showing you a list of all registered users, including
their passwords. From this window you can add new users or edit the privileges of existing users.

Note: You must be logged in as the Super User to access this command.

To open the Users browse window:

Select Browse/Add from the Users command in the Setup Menu. The Users browse window is displayed.
Click on Add New to add a new user.

To change a user’s settings, click on the user in the browse window and then click on Edit.

To delete a user, click on the user in the browse window and then click on Delete.

To print the browse window, click on Print.

I T S

Click Close to exit the window, or click on the close icon in the upper right corner of the window.

Users: Add New
When your add a new user to DriveRight FMS, you assign the user name, password, and access privileges.

To add a new user:

1. Select Browse/Add Users from the Users command in the Setup Menu. The Users browse window is displayed.
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2. Click the Add New button located in the lower left corner of the window. The Add User Privileges dialog box is

displayed.
Add User Privileges
DriveRight Access Application Optionz
Izermame : | * Mo Sccess [ Backup
Fepamaidl- | " Download / Read Orly :: E::;lrjtre
" Full Access [ Expart

[ Application Preferences
[ Maintenance
[ Reports

Databaze Table Access

Compary Locations W Wehicles W Days W
DiriveRights W Trips W Download Dates W
DriverGroups W AccidentLogs Im GFS |Browse Only =
Drivers W TamperLugsW CdometerLogs W

Fleets W Trip Addrezses W

&1l Rights
Add e | Hels | Cleres s

Enter the User Name and Password.
4. Configure the desired access privileges for the new user.
e The DriveRight Access options allow you to limit a user’s access to DriveRight and CarChip devices.
*  The Application Options allow you to limit a user’s access to individual program functions.
e« The Database Table Access options allow you to limit a user’s access to the DriveRight database.

5. Use the All Rights button to grant all privileges to the new user. You can then selectively remove unwanted
privileges from the new user before adding the user to the database.

6. Use the Clear Rights button to remove all privileges from the new user. You can then selectively add desired
privileges to the user before adding the user to the database.

7. Click Add to add the new user or click Cancel to exit without adding the user.

Users: Edit

Use the Edit command to change user information. User information includes the user name, password and the user’s
access privileges to functions and data in the software.

To edit user information:

1. Select Browse/Add Users from the Users command in the Setup Menu. The Users browse window is displayed.

2. Click the Edit button located in the lower left corner of the window. The Edit User Info dialog box is displayed.

34



Update Uzer Privileges

DriveRight Access Application Optionz
zermame : |NE""‘I Guy {« Mo Access [ Backup
[ Rest
Password = | " Download / Read Only SHIE
v Import
" Full Access [ Export

[ &pplication Preferences
[ Maintenance
[ Reports

[Databaze Table Access

Company Locations W Wehicles W D aps W
DrriveRights Im Tripz W Dowrload Dates W
DriverGroups W AccidentLogs W GPS [Browse Only =
Drivers |Browse Oy * TamperLogs |Browse Only | > Ddometerlogs: |Browsze Onlpy >

Fleets W Trip Addreszes W

All Rights
pdate | Cancel | Help | Clear Right=

3. You can change the user name, password and privileges as desired.
«  The DriveRight Access options allow you to limit a user’s access to DriveRight and CarChip devices.
e The Application Options allow you to limit a user’s access to individual program functions.
» The Database Table Access options allow you to limit a user’s access to the DriveRight database.

4. Use the All Rights button to grant all privileges to the user. You can then selectively remove unwanted privileges
from the new user before saving the user information.

5. Use the Clear Rights button to remove all privileges from the user. You can then selectively add desired
privileges to the user before saving the user information.

6. Click OK to change the user’s info or click Cancel to exit the dialog box without changing the user information.
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Users: Change Password
The Change Password command in the Users command menu allows you to change your DriveRight FMS password.

To change your password:

1. Select Change Password from the Users command menu in the Setup Menu. The New Password dialog box is
displayed.

Mew Pazsword |

Mew Pazzward Il

Retppe Hew Pazzword I

] I Cancel

2. Enter your new password, then retype your new password.

3. If the retyped password doesn’t match, you will be prompted to check the retyped password.
Note: In order to change your password the new password and the retyped new password must match exactly.

4. Click OK to change your password or click Cancel to exit the dialog box without changing your password.

Preferences Menu

You can set the following program preferences in DriveRight FMS:

e Units
e Automation Options
«  Download Options

+ Database Browser

Preferences: Units

The Units dialog box allows you to select the units used for distance and speed and also control the display of the time
and date.

To set units:

1. Choose Units from the Preferences command in the Setup menu.

The Units dialog box appears.
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Units |

[Init bMode:
" Kilometers and Kmshr

i Milez and MPH

Date Mode
" Day/Monthdear

& Month/D apear

Time Mode
" 24 Hour

& Ah PH

Cancel |

2. Select the desired distance/speed, date, and time options.

3. Choose OK when you are satisfied with the settings, choose Cancel to exit without changing the settings.

Preferences: Automation Options

Use the Automation Options command to set the time interval at which DriveRight FMS will prompt you to backup your
database and to set the number of months of records to keep in the active database. Refer to the Active Database
Size Recommendations topics located in the File Menu>Backup Command section of this manual and in the
DriveRight FMS help for more information

To set your download options:

1. Choose Automation Options from the Preferences command in the Setup menu.

The Automation Options dialog box appears.

Automation Options |

Autormation Dptions ;

¥ Prompt for backing up database once every |1 "’I rmanths

¥ Keep E ¥ | months of recordzs active in databaze after evemn backup

k. I Cancel Help

2. Check the box for "Prompt for backing up database once every X months " then select the number of months
from the drop down list to have DriveRight FMS prompt you when the next backup is due.

3. Check the box for "Keep X months of records active in the database after every backup" then select the number
of months from the drop down list to keep the selected number of months active in the database after a backup.
All data recorded before the specified period of time will be removed from the active database.
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Preferences: Download Options

Use the Download Options command to set up the automatic synchronization of the DriveRight's clock after each
download and to determine how the software will handle the Driver ID code in the Trip 500AL and DriveRight 600

console data.

To set your download options:
1. Choose Download Options from the Preferences command in the Setup menu.

The Download Options dialog box appears.
Download Options |

¥ Sunchronize time and date after every Download

[CrrivveRight SO0 & 00 only] Use Driverl D as:

%" Location I
™ Diiver ID

Cancel |

2. Select "Synchronize time and date after every download" to have your DriveRight unit’'s clock automatically
reset to match your computer after each download.

Note: If you choose this option, all DriveRight consoles included remote units downloaded through host mode will
be reset to the computer’s time and date, even if the remote DriveRight is in a different time zone.

3. If you are using DriveRight Trip 500AL or DriveRight 600 consoles, set the DriverID as either the Location ID or
the Driver ID.

4. Click OK to save the changes, click Cancel to exit without saving.

Preferences: Database Browser

Use the Database Browser commands to change the text font and color and the background color used in the Browser
windows.

e Text Font and Color
«  Background Color
Text Font and Color

Use this command to change the font and color used to display data in browse windows.

To edit the text font and color:

1. Choose Text Font and Color from the Database Browser command in the Preferences command in the
Setup menu.

The Font dialog box appears.
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2.
3.

Eant:

Font style:

Font |

Lucida Sang Typewrite

Lucida Sans Typewritel™
[} Lucida 5ans Unicode
(} Magneto
B taiandra GO 1
(} Mangal
()} Marlett
() Matura MT Seript Capi 7

— Effectsz
[ Strikeout
[ Urderline

Caolar:

| N Elck =l

— Sample

IFieguIar

[talic:
Bald

Bold [talic

AaBhYyZz

S cript:

IWestern

Select the desired settings for the font.

Choose OK when you are satisfied with the settings, choose Cancel to exit without changing the settings.

Background Color

Use the Background Color command to change the background color for the database browser windows.

To edit the browser window background color:

1.

Choose Background Color from the Database Browser command in the Preferences command in the Setup
menu. The Color dialog box appears.

Color [ 2] |

Basic colors:

A
T T
C e ey il ol
AN EEEEEN
HMENENT .

Customn colors;

Frrrrrrn
EEEEEEE N

Define Cugtam Colaors =3

| (] I Cancel |
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2.
3.

Select the desired background color settings.

Choose OK when you are satisfied with the settings, choose Cancel to exit without changing the settings.

Host Mode Menu

Host Mode allows drivers to dial in remotely and download their DriveRight using a modem.

Host Mode On
Host Mode Setup

Remote Modem Setup

Host Mode On

This is the mode that your modem should be in when someone wants to call in from outside to transfer data from one
or more DriveRight devices. A dialog box appears indicating that the modem is being initialized. After the initialization
has been completed successfully, the other party can call in. When the Host Mode is on, all other software operation
are suspended.

Tip: It's a good idea to set a schedule for remote drivers to call into the Host computer. For example, setting the
rules to call outside business hours, then leaving the computer in Host Mode as the last task of the day will give
drivers flexibility to call in. Alternatively, one computer can be dedicated as the Host, and data can be exported

from it periodically to another computer where analysis and reporting are performed.

The user connects his modem to the DriveRight (showing the CURRENT screen) using the remote download
Kit (item #8188, purchased separately).

The host mode is a well-protected function. You can only communicate as long as a DriveRight is connected
to your PC. In all other cases, communication is lost.

For details on how to install a remote modem to enable it to participate in the Host Mode, please consult the
instructions accompanying the Remote Download Kit.

The History Window displays status information for downloaded DriveRights.

Hang Up: Generally, you will not need this button because the software will hang up automatically. However,
if necessary you can manually hang up the phone using this button.

Reinitialize Modem: Resets the modem initialization.

Exit Host Mode: Exit host mode and resume normal program operation.

Host Mode Setup

Host Mode Setup allows you to configure your computer's modem to accept calls.

To be able to communicate with the DriveRight and transfer data over a modem, the communications port should be
defined for your modem. Furthermore, set the modem of your PC to Auto-Answer when there is a call. Refer to your
modem manual for Auto-Answer.

Select the COM Port that your modem is connected too.
The default initialization strings are "AT E1 Q0 &B1 &NO V1" and "ATS0=3" for string 1 and string 2.
Click Detect Modem to detect the serial port to which the modem is connected.

If you are going to download just DriveRight 500 AL and earlier models just check that box. See description
below for explanation as to why this is necessary.
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Host Mode Setup |

¥ Log Connections

Senal Port | & COM1
0 COmz
' COM3
' COM4
Iriit String |msn=1

Extra Init String |m E1 00 &B1 &MOWT

Select Models to Download
¥ DriiveRight 50040, Trip Computer, 130601

[ DriveRight 500

Detect Modem |

Save Cancel |

Note: Because the DriveRight 500 and earlier versions of DriveRight communicate at 2400 baud and the
DriveRight 600 communicates at 19,200 baud, you must configure your computer to communicate with either the
DriveRight 600 or with earlier models.

Remote Modem Setup - Using Hyper Terminal

The external modem at the site where the DriveRight is connected is called the "remote" modem. The DriveRight
owner, when he wants to download his information, connects the DriveRight to this modem using the interface box and
modem adapter included in the Remote Modem Kit. He then turns the modem on, and it will dial the host computer and
the download will be initiated. However, before the modem will dial up the host computer and download correctly it
must be set up correctly. The following instructions explain how to do this manually for a US Robotics Courier V.
Everything modem and the Windows 95 accessory program Hyper Terminal. In addition, the setups for US Robotics
56K Fax Ext are included.

Unfortunately, not all modems have the same command set or act the same way on power up. If you are using a
modem other than the one described, read the instructions below and then refer to your specific modem
documentation to determine if your modem can be used.

Note: When you are asked to type a command, do not type the quotes. Type all commands in upper case.

1. Take the modem out of the box and check that the DIP switches are set in the following way:

Switch Number: 1 2 3456 7 8 910
Switch Setting: 0001100100

Note: 0 is short for OFF and 1 is short for ON. These DIP switches only apply to the US Robotics Courier V.
Everything modem.

2. Using the Remote Modem Kit, connect the remote modem to a known serial port, and then turn the modem on.
Make sure you use the gray phone cable included in the kit to go from your serial port to the modem. The black
phone cable included in the DriveRight Software kit will not work for a modem.

3. Run the Hyper Terminal program. You can find the program in the Start menu under
Programs/Accessories/Hyper Terminal. Click on one of the phones in the program group to start the program.

4. Select "Properties” from he File menu and make sure you have the correct serial port selected. If you are not
sure, you will have to use trial and error. In most cases "Direct to COM1" or "Direct to COM2" should work. The
File/Save As command can be used to save these settings under a name of your choice. You then can click on
the phone with this name to start Hyper Terminal next time.
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5. Type the letters "AT" and press enter. If you get an OK back, you are communicating with the modem. If you do
not, type the following commands.

"ATE1V1Q" and press Enter
You should now be able to type "AT" and press enter and receive an OK back. You should also be able to see
the "A" and the "T" when you type them.

If the above test fails, check your connections and then try another COM port by changing your selection in the
Properties option in the File menu.

6. Enter the following commands to program the modem. You should receive an "OK" after each one of the
commands below unless stated otherwise.
"ATS13=16" and press Enter

Now, you will program the phone number to be dialed. In the example below, the host computer is connected to
780-6455.

"AT&Z0=780-6455" and press Enter

Now the modem will dial this number when it is turned on.
"AT&W" and press Enter

This setup is now saved in non-volatile memory which is loaded when the modem is turned on.
"AT&M4" and press Enter

This tells the modem to use a standard error detection protocol which should be used to insure the data transfer
is done error free.

"ATEOQ1" and press Enter

You will not receive an "OK" after this command. "Q1" tells the modem to operate in "quiet" mode. This is
necessary so the DriveRight does not interpret any responses from the modem as commands. Note also,
command will no longer be echoed. If you type AT Enter, you will see nothing; however, this is what we want
and why we waited to do this on the last step.

7. Exit Hyper Terminal: You are now ready to test your programming. If you have two separate phone lines and the
DriveRight software you can completely test your setup. Plug in a working phone line to the remote modem and
the "correct" phone line into your computers internal or external modem. The "correct"” line is the one belonging
to the number you programmed in step 5. Run the DriveRight software and put it in "host" mode by selecting
"Host Mode On" in the Setup/Host Mode menu. Connect the DriveRight to be downloaded to the external
modem through the interface box and the black cable, not the gray cable you used to program the modem. Turn
the modem off and then back on again. The modem should dial the host, the computer should answer the call
and download the data. The DriveRight owner knows the download is completed when the CD light goes off.
Under any circumstances, the download should be completed in no more than 5 minutes.

Modem Configurations For Testing
Below are the modem configurations for the US Robotics modems used during testing.

FIELD MODEM:
«  For DriveRight 500 make sure &N3 (if DriveRight 600 not selected in Host Mode Setup &NO will also work.)
e For DriveRight 600 make sure &NO or &N10.

USRobotics Courier V.Everything Settings...
BO C1 EO F1 M1 Q1 V1 X1
BAUD=19200 PARITY=N WORDLEN=8
DIAL=TONE ON HOOK TIMER
&A1l &B0O &C1 &D2 &GO &HO &I0 &K1 &LO &M4 &N3
&PO &R1 &S0 &T5 &UO &X0 &Y1 %N6 #CID=0
S00=000 S01=000 S02=043 S03=013 S04=010 S05=008 S06=002 S07=060
S08=002 S09=006 S10=014 S11=070 S12=050 S13=016 S14=001 S15=000
S16=000 S17=000 S18=000 S19=000 S20=000 S21=010 S22=017 S23=019
S24=150 S25=005 S26=001 S27=000 S28=008 S29=020 S30=000 S31=000
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S32=009 S33=000 S34=000 S35=000 S36=000 S37=000 S38=000 S39=000
S40=000 S41=000 S42=126 S43=200 S44=015 S45=000 S46=000 S47=000
S48=000 S49=000 S50=000 S51=000 S52=000 S53=000 S54=064 S55=000
S56=000 S57=000 S58=000 S59=000 S60=000 S61=000 S62=000 S63=000
S64=000 S65=000 S66=000 S67=000 S68=000 S69=000 S70=000
LAST DIALED #: T293-3529

Switch 4,5, and 8 ON all others off.

FIELD MODEM:
e For DriveRight 500 make sure &N3.
e For DriveRight 600 make sure &NO or &N10.

U.S. Robotics 56K FAX EXT Settings...
BO EO F1 M1 Q1 V1 X1 YO
BAUD=19200 PARITY=N WORDLEN=8
DIAL=TONE ON HOOK CID=0
&A1l &B0O &C1 &D2 &GO &HO &I0 &K1
&M4 &N10 &P0O &R1 &S0 &T5 &UO &Y1
S00=004 S01=000 S02=043 S03=013 S04=010 S05=008 S06=004
S07=060 S08=002 S09=006 S10=014 S11=070 S12=050 S13=016
S15=000 S16=000 S18=000 S19=000 S21=010 S22=017 S23=019
S25=005 S27=000 S28=008 S29=020 S30=000 S31=128 S32=002
S33=000 S34=000 S35=000 S36=014 S38=000 S39=000 S40=001
S41=000 S42=000
LAST DIALED #: T2933529

SWITCH 4,8 ON all others OFF.

HOST MODEM:

U.S. Robotics 56K FAX EXT Settings...
BO E1 F1 M1 QO V1 X1 YO
BAUD=19200 PARITY=N WORDLEN=8
DIAL=TONE ON HOOK CID=0
&A1l &B1 &C1 &D2 &GO &HO &I0 &K1
&M4 &NO &PO &R1 &S0 &T5 &UO &Y1
S00=004 S01=000 S02=043 S03=013 S04=010 S05=008 S06=004
S07=060 S08=002 S09=006 S10=014 S11=070 S12=050 S13=000
S15=000 S16=000 S18=000 S19=000 S21=010 S22=017 S23=019
S25=005 S27=000 S28=008 S29=020 S30=000 S31=128 S32=002
S33=000 S34=000 S35=000 S36=014 S38=000 S39=000 S40=001
S41=000 S42=000
LAST DIALED #:

SWITCH 3,8 ON all others OFF.

DriveRight Software Host Mode Setup
Inititialization String 1: AT E1 Q0 &B1 &NO V1
Inititialization String 2: ATS0=3



Serial Port — DriveRight Settings

Use the Serial Port - DriveRight Settings command to select the serial port used to connect a DriveRight device to your
computer.

To select a serial port for a DriveRight device:

1. Choose the Serial Port - DriveRight Settings command in the Setup Menu. The Serial Port Settings dialog box
is displayed:

Senal Port Settings |

Select Senal Port for DriveRight
COk1
COmM2
COM3
CO4

Other COM|[

Auto Detect |

o

~
~
~
r

Cancel

2. Select the serial port from the list provided. DriveRight FMS supports COM1 through COMS8.
3. If you are not sure which serial port you are using, connect your DriveRight to your computer:
. Press the Mode button on the DriveRight if necessary to make sure it is on.
»  Click the Auto Detect button.
« If the DriveRight is found by the software, the following message is displayed and the correct serial port is
selected in the dialog box.

AutoDetect Success

Device found on COk1

4. Click OK to save the serial port selection or click Cancel to exit the dialog box without changing the serial port.

Note: If you are working on a network, ask the network administrator to assist you in selecting the correct serial
port.

Serial Port — CarChip Settings

Use the Serial Port - CarChip Settings command to select the serial port used to connect a CarChip device to your
computer.

To select a serial port for a CarChip device:

1. Choose the Serial Port — CarChip Settings command in the Setup Menu. The Serial Port Settings dialog box is
displayed:
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Serial Port Settings |

Select Senal Part far CarChip
= COM1
0 COM2

. COM32
" COM4

 Other COM |_

Auto Detect |

Cancel

Select the serial port from the list provided. DriveRight FMS supports COM1 through COMS8.
3. If you are not sure which serial port you are using, connect your CarChip to your computer:
e Click the Auto Detect button.

« If the CarChip is found by the software, the following message is displayed and the correct serial port is
selected in the dialog box.

AutoDetect Success [E4

Device found on COk1

4. Click OK to save the serial port selection or click Cancel to exit the dialog box without changing the serial port.

Note: If you are working on a network, ask the network administrator to assist you in selecting the correct serial
port.
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Default DriveRight Settings Menu

Use the Default DriveRight Settings> View/Set command to review or edit the default settings used by all new
DriveRights added to the system. The Default DriveRight Settings Wizard simplifies the task of creating default
DriveRight settings.

e View/Set
e Setup Wizard

Default DriveRight Settings View/Set

Use the Default DriveRight Settings View/Set command to view or edit the DriveRight FMS default DriveRight console
settings..

To view or edit the Default DriveRight Settings:

1. Select Default DriveRight Settings in the Setup Menu.
2. Select View/Set from the list of commands. The Default DriveRight Settings dialog box is displayed.

Default DriveRight Settings |

Urit 5 ettings | Cafety Settings I Tirmer Settings I &larm Settings I Security Setings I

— Date Mode
" Month-Day-vear

' Day-bonth-ear

— Time Mode
& AM-Ph Format
= 24 Hour Format

— Digtance nit
* piles
= Kilometers

Cancel Help

3. Select a tab to view or edit the following default settings:
« Unit Settings: Select the date, time and unit modes and click OK.
«  Safety Settings: Enter the speed, acceleration and deceleration limits and click OK.
«  Timer Settings:Enter the trip stop time and driver log out time and click OK.
e Alarm Settings: Select the alarm mode. Warn if not logged in is an option.
»  Security Settings: Enter the security code (PIN code). Tamper indicator is an option.

4.  When your are finished, click OK to save any changes or click Cancel to exit without saving changes.
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Default DriveRight Settings Wizard

The values entered in this setup are used as default settings when you add new DriveRight devices to the database. If
you click this menu option , a dialog box pops up that contains a brief description about the Default DriveRight Settings

Wizard.

To edit the Default DriveRight Settings:

1. Select Default DriveRight Settings in the Setup Menu.
2. Select Setup Wizard from the list of commands. The Default DriveRight Wizard dialog box is displayed.

Default DriveRight Settings Wizard |

In many fleetz, all vehicles share the same ules, particularly in terms of safety
imitz and alarm uze. Each DriveRight comes with certain default values far all of
itz zettingz. Thiz wizard allows the fleet manager to keep zome or all of these
zethings. Any DrveRights added to the spstem will be loaded with the defaults
gpecified here. Exigting DriveRights can also be checked to zee if they conform
to thesze settings.

Cancel Help

3. If you choose OK, the Default DriveRight Settings Wizard takes you through the dialog boxes listed in the
following steps.
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4. Unit Settings: Select the date, time and unit modes and click OK.
« Date Mode settings control the way month, day, and year are displayed.
«  Time Mode settings control the time of day display.

» Distance Unit settings allows you to select miles and miles per hour or kilometers and kilometers per hour
as your speed and distance units.

Unit Settings Dialog |

Thesze units are digplayed on the DriveRight consale, Units uzed by
the zoftware are selected under Preferences in the File menu.

—Date Mode
= Month-Dap-vear

— Time Mode
" Abd-PM Format

¢ 24 Hour Format

— Diztance Unit
= Miles

' Kilometers

k. I Cancel Help




5. Safety Settings: Enter the speed, acceleration and deceleration limits and click OK.
e Set the Speed Limit, which is the maximum allowable vehicle speed.
e Set the Accel Limit, which is the maximum allowable rate of acceleration.

. Set the Decel Limit, which is the maximum allowable rate of deceleration.

Safety Settings Dialog

Thesge limits are the magimum levelz: a DriveRight can reach withaut an
event witken to the record. Any limit exceeded will zound the intermal
alarm, if it iz enabled. Lowerning theze values will increase the number
of zafety exceptions reported in the software, Faiging these limits will
cauze ohly the mare extreme cases to be recorded.

Speed Limit {65
li

Accel Limit |0-20

Ciecel Limit [0.35

k. | Cancel Help




6. Timer Settings: Enter the trip stop time and driver log out time and click OK.

e Set the trip stop time in minutes. The trip stop time is the number of minutes that elapse after a vehicle
stops before the DriveRight stops recording trip data.

e Set the Driver ID Logout Time in minutes. Use a logout time of "0" to never log out the driver. The Driver ID
Logout Time is the number of minutes that elapse after a vehicle stops before the driver is logged out of the
DriveRight.

Timer Settings Dialog |

These zettings govern the definition of a tip and a driver's wpical zhift,

Trip stoptime forces the DriveRight to wait for the zpecified time before
detemining that tip iz over. Any vehicle movement within that time will keep
the zame trip active.

Stop Time

Trip Stop Time ; I'I 0 minubes

& DiriveRight will automatically log out a Driver 1D when the Driver 1D logout
time haz expired. If the Logout Time iz zet to 0 minutes, then the DriveRight
will never log the driver out,

Logout Time

Diriver D Logout Time IEI minutes
og I Cancel | Help

50



7. Alarm Settings: Select the alarm mode. Warn if not logged in is an option.
«  Set the Alarm Mode to On or Off. This controls audible alarm reporting by the DriveRight device.

« Enable "Warn if not Logged in" to have the DriveRight device give an audible alarm if the vehicle is
operated without the driver first entering his or her driver code.

Alarm Settingz Dialog |

Enabling alarms will act as a feedback toal for the driver, letting him
ar her knaw when they have exceeded a set safety limit.

Alarm tode
= Alarm On

Enabling the warning if a driver has nat logged their 1D inta the unit
will act as a constant reminder to da zo. This alarm will continue ko
gound untl the driver has ingerted a Diosver 1D,

[ “Wamnif not logged in

k. I Cancel Help




8. Security Settings: Enter the security code (PIN code). Tamper indicator is an option.

«  Set the Security PIN Code, which is required to change the calibration and alarm settings at the DriveRight
device itself.

« If desired, you can enable the tamper indicator. If enabled, the tamper indicator on the DriveRight LCD
screen will be displayed when a tamper event has been detected.

Security Settings Dialog |

— Pin Code

The zecunty PIM code iz necessam to lockout a driver from
changing calibration and alarm settings.

Secunty PIN Code : IEI

— Tamper Indicator

Once a DriveRight has either been tampered with, or dizconnected
fram the vehicle, the tamper indicator will lluminate if thiz option is
selected.

[T Enable tamper indicator  [Only G001

I ate: &ll normal tampers and dizconnectz will be logged whether thiz
indizator iz OM ar OFF.

(] 4 I Cancel Help
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9. Once you are finished with the above five dialog boxes, a tab control dialog box appears with all the above five
dialog boxes. You can navigate through them, change any of the settings, and save the settings by clicking OK.

Default DriveRight Settings |

Urit 5 ettings | 5 afety Settingsl Tirner Settingsl dlarm Settingsl Security Settingsl

— Date Mode
' Month-Day-ear

= Day-Month-vear

— Time Mode
e Ab-Phd Format
™ 24 Hour Farmat

— Digtance Unit
' Miles
= Eilometers

Cancel Help
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Default CarChip Settings

Use the Default CarChip Settings command to view or edit the DriveRight FMS defaults for CarChip.

To view or edit the Default CarChip Settings:

1. Select Default CarChip Settings in the Setup Menu. The Default CarChip Settings dialog box is displayed.

Default CarChip Settings E2

— Identification

Company Location IDavis

—Hard Braking
Hard Braking Threshaold IU.23 G [Decel Limit]

CarChip 1D I Extreme Braking Threshaold ID.4E G
S erial Number I — Acceleration
C ekicle D I j Hard Aceeleration Threshold ID-28 G [&ccel Limit)
() D [ e I = Extreme Acceleration Threshold ID-43 G
— Speed Bands — Chooze Parameters
From [miles/hr] To [milesdhr] Mame Intersal
Speed Band 1 IU |45 Parameter 1 |\Vzhicle Speed =15 =] seconds
Spesd Band 2 [15 [60 Parameter 2 | T [ =] seconds
Parareter 3 I j | - | Seconds
spza e 5 IBEI I?5 [Gpeed Limit)| | b eter 4 I j I = | Seconds
Speed Band 4 I?5 I Parameter 5 I j I - | Seconds
Cloze | Help | Defaultz |

2. You can edit the settings for Hard Braking, Acceleration, Speed Bands, and Engine Parameters.

e The CarChip settings for Hard Braking Threshold, Hard Acceleration Threshold, and Speed Band 3 are
equivalent to the DriveRight settings for Decel Limit, Accel Limit, and Speed Limit.

«  Set the Hard Braking Threshold to equal the Decel Limit used by DriveRight Devices.

»  Set the Hard Acceleration Threshold to equal the Accel Limit used by DriveRight Devices.

e  Set Speed Band 3 to equal the Speed Limit used by DriveRight Devices.

3. When your are finished, click OK to save any changes or click Cancel to exit without saving changes.
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Digital Input labels

You can add labels to identify the two digital inputs signals available on a DriveRight 600 using this command. These

labels appear on the browse windows and on reports.

To change the digital input labels:

1. Click Digital Input Labels in the Setup menu. The Digital Input Labels dialog box is displayed.

Digital Input Labels |

Labell

Label? ILiEIhtS
()4 I Cancel |

2. Edit the labels used for digital input 1 and digital input 2.

3. Click OK to save the changes or click Cancel to exit without saving the changes.
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DriveRight Menu

Use DriveRight Menu commands for functions that require direct communications with the DriveRight console.

Note: The DriveRight must be connected to your computer with the LCD display on and in the CURRENT mode in

order to access the DriveRight Menu commands.
The following DriveRight Menu commands are available:

* Add New DriveRight
«  DriveRight Settings

*  Download DriveRight
*  Download Palm
 Read Accident Log

* Read Tamper Log

* Set Time and Date

*  Set Odometer

*  Set Service Alarms

*  Set Drivers List

e Clear DriveRight

Add New DriveRight Wizard

DriveRight FMS includes an Add New DriveRight Wizard to simplify adding DriveRight devices, Vehicles, and Drivers

to the database.

To add a new DriveRight device:

1. Select Add New DriveRight from the DriveRight Menu. The Add DriveRight Wizard - Start dialog box is
displayed.

Note: The new DriveRight device must be connected to your computer and be turned on before you can add it to

the DriveRight FMS database.

Add DriveRight Wizard - Start

Pleaze connect the DriveRight to the computer, and press the MODE key
if neceszam to wake it up.

[T Don't show thiz dialog again

Cancel Help
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2.

3.

Click Next to continue or click Cancel to exit the Add DriveRight Wizard.
If you click Next, the Add DriveRight Wizard - DriveRight ID dialog box is displayed.

Add DriveRight Wizard - DriveRight |ID

Each DriveRight iz azzigned a unique |0 number, The
nurmber below iz the unique |D number that vou can azzign
ko thiz DriveRight device. Wou can change it if necesany.

DriveRight 1D: (11 Browze DriveRights

Cancel Help

Click Next to continue or click Cancel to exit the Add DriveRight Wizard.
If you click Next, the Add DriveRight - Assign to Vehicle dialog box is displayed.

Add DriveRight Wizard - Assign DriveRight to Yehicle

E ach DriveRight must be aszigned to a vehicle. Please select the
vehicle from browser and click select button. |f vou do not know
which wehicle it will be uzed in yet, zelect the VLI KROW R
YEHICLE". If wvou need to add a vehicle. uze the Add Mew buttor in
the browser.

Cancel Help

Click OK to continue, or click Cancel to exit the Add DriveRight Wizard.

If you click Ok, the Add DriveRight Settings dialog box is displayed. The Add DriveRight Settings Dialog allows

you to review all of the settings for the new DriveRight, including those settings that are set by the DriveRight
defaults.

57



Review Settings For Hew DriveRight

Identification l Ealil:urati-:un] I niits ] 5 afety Settings | Timer Settings | Alam Settings | Security Settings]

Company Location |Da~.fis

DriveRight Type | J

DriveRight 10 (10
Yehicle ID |3

Default Driver |L|N.-’-‘-.LLEIE.-'-‘-.TED DRIMER

Cancel Help

6. When you are satisfied it is set up correctly, select Set to save the settings. Select Cancel to exit the setup
dialog and abandon the DriveRight settings.

Note: If you cancel the setup, you will lose the DriveRight settings but any vehicles or drivers you added to the
database will remain.

Add DriveRight Wizard - Start
Make sure the new DriveRight device is connected to your computer and turned on before proceeding.

1. To skip this message in the future, check the "Don’t show this dialog again” box.

2. Click Next to continue or click Cancel to exit the Add DriveRight Wizard.

Add DriveRight Wizard - Start

Pleaze connect the DriveRight to the computer, and press the MODE key
if neceszam to wake it up.

[ Dan't show this dialag again

Cancel Help
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Add DriveRight Wizard - Assign to Vehicle
You must assign the DriveRight when you are adding it to the database.

Assign DriveRight to Vehicle Guidelines:

«  Both the default vehicle and driver must be in the database before you can successfully add a DriveRight.

« If no vehicles have been added to the database yet, you will be allowed to add a vehicle in the next dialog
box.

« If there are no drivers in the database, you will also be allowed to add a driver when adding the vehicle.

« If the vehicle for this DriveRight already exists in the database, highlight the vehicle in the browse window and
click Select.

Add DriveRight Wizard - Azzign DniveRight to Yehicle

E ach DiriveRight must be azzigned to a vehicle. Pleaze select the
vehicle from broweer and click select button. IF pou do naot know
which wehicle it will be uzed in yet, select the VLM ERNOWH
YEHICLE". If vou need to add a wehicle. uze the Add Mew buttar in
the browser.

Cancel Help

To Assign DriveRight to Vehicle:

1. Press OK to assign the DriveRight to a vehicle or press Cancel to exit the Add DriveRight Wizard.

2. If you press OK, the Vehicles browse window is displayed, which shows all the vehicles in the database.
3. Click on the vehicle you want to assign to the new DriveRight.
4

Click on the Select button in the bottom of the window to assign the vehicle or click Cancel to exit the Add
DriveRight Wizard.

5. The following dialog box is displayed:

DriveRight |

@ You zelected a vehicle with 1D: 1

Do pou want b continue ?

6. Click on Yes to continue installing the DriveRight with the selected vehicle or click on No to select a different
vehicle.
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Add DriveRight Wizard - DriveRight ID

A DriveRight ID must be assigned to the new DriveRight device.

1. The DriveRight ID dialog box shows the ID assigned to the DriveRight.
*  You can change the assigned ID by clicking inside the text box and editing the number.
*  Click on Browse DriveRights to view DriveRight ID’s in use at the current location.

e Click next to begin adding a new DriveRight to the database.

Add DriveRight Wizard - DriveRight |ID

Each DriveRight iz azzigned a unique |0 number, The
nurmber below iz the unique |D number that vou can azzign
ko thiz DriveRight device. Wou can change it if necesany.

DiriveRight 1D: IH Browze DriveRights

Cancel Help

2. If no vehicles have been added to the database yet, you will be allowed to add a vehicle in the next dialog box.
« If there are no drivers in the database, you will also be allowed to add a driver when adding the vehicle.
«  Both the default vehicle and driver must be in the database before you can successfully add a DriveRight.

» If the vehicle for this DriveRight already exists in the database, you will only need to select it from the Vehicle
Browse window.

DriveRight Settings

The following commands allow you to view and or change the settings on a DriveRight device:

e View/Set
* Restore
¢ Setup GPS

e Verify DriveRight Calibration

DriveRight Settings: View/Set

Use this command to view and/or modify the DriveRight device settings:

1. Select DriveRight Settings from the DriveRight Menu.
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2. Select View/Set from the DriveRight Settings drop down list. The DriveRight Device Settings dialog box is
displayed.

DriveRight Device Settings

3. Make any desired changes.

4. Click Set to save the changes or click Close to exit without saving.
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DriveRight Settings: Restore

Use this command to update the DriveRight device using settings stored in the database:

1. Select DriveRight Settings from the DriveRight Menu.

2. Select Restore from the DriveRight Settings drop down list. The Restore DriveRight Settings dialog box is
displayed.

Note: If the DriveRight has already been configured the software will automatically display the existing settings.

Restore DriveRight Settings |
CrriveRight (D Diriver Mame
11 b I Harmy Patter j

Cancel | Help |

3. Select the desired DriveRight ID and driver name from the drop down lists.

Note: The software will only display DriveRight ID’s for DriveRight's of the same type. If a DriveRight 600 is
connected to your computer, you will only see ID numbers for other DriveRight 600 devices.

4. Click Restore to save the selected settings to the DriveRight unit, or click Cancel to exit without changing the
settings.

DriveRight Settings: Setup GPS

Use this command to view and/or modify the GPS settings on a DriveRight device.
Note: This command only works with the DriveRight 600.

To setup GPS logging:

1. Select DriveRight Settings from the DriveRight Menu.
2. Select Setup GPS from the DriveRight Settings drop down list. The Setup GPS Logging Interval dialog box is

displayed.
Setup GP5 Logging Interval |
GPS Lnggin
& On
& Off
i~ DriveRight Speed Only
= &+ Sec
Log dat
0g data every M

Logging Hours IE-E
Set Cancel |
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3. Set GPS Logging to On, Off, or DriveRight Speed Only.
*  Select On to enable GPS logging.
*  Select Off to disable GPS logging.

«  Select DriveRight Speed Only to log the DriveRight speed without the GPS coordinates. No GPS unit is
required to enable this option.

4. Enter the desired logging interval and indicate a time unit of either seconds (Sec) or minutes (Min). Logging
Hours indicates how much data can be stored at the selected interval.

5. Click Set to save the changes or click Cancel to exit without changing the settings

DriveRight Settings: Verify DriveRight Calibration
The Calibrate DriveRight dialog box allows you to verify DriveRight calibration settings.

DriveRights can be installed on a vehicle using one of two installation methods:

e VSS (vehicle speed sensor) Installation

* Reed Switch Installation
To verify the DriveRight console calibration:

1. Click on DriveRight Settings from the DriveRight Menu.

2. Select Verify DriveRight Calibration from the drop-down menu. A DriveRight Calibration Message dialog box is

displayed.

3. Click OK, Set or Cancel to continue, depending on the displayed message. The Calibrate DriveRight dialog box
is displayed.
Calibrate DriveRight |

— Inztallation b etho

"~ Reed Switch

 vss  [75000 | PPM

Pulzez per Feading |32

Calibration Number |3??49

Set Cancel Help

4. Select the type of installation method used by the DriveRight.

* Werecommend that you not change the DriveRight calibration settings if it has been previously calibrated for
the vehicle it is assigned to.

* OBD Adapter: If the DriveRight is using the OBD adapter, then select OBD Adapter as the installation method
and DriveRight FMS will set the correct calibration.

» Reed Switch: If the DriveRight is using a reed switch for the vehicle speed input, then it the DriveRight should
be calibrated initially in the vehicle. The PPR for a reed switch is always “1".
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VSS: If the DriveRight uses the vehicle’s VSS as the speed input, you must specify the PPM for your vehicle.
Depending on your selection, software calculates the PPR (pulses per reading) and calibration values and fills
the edit boxes with them. You can select the pulses per mile (PPM) from the drop down list or enter the PPM
in the edit box if necessary. We recommend that you not change these settings if the DriveRight has been
previously calibrated.

5. Click Set to save changes to the calibration, or click cancel to exit without savingchanges.
Downloading Guidelines

You cannot download a DriveRight if any of the following conditions exist:
»  DriveRight not present in the database.
«  DriveRight not assigned to a Vehicle.

*  Vehicle associated with this device does not have a default driver.
Unless every thing is configured properly, you cannot download from the device.

Note: The same conditions also apply to Host Mode and Palm Download.

Download DriveRight

The Download DriveRight command transfers trip data from the connected DriveRight device to the DriveRight
database.

To download your DriveRight:

1. Connect your DriveRight console to your computer and make sure the DriveRight is "awake". Press the MODE

key if there is nothing on the LCD display.
2. Select Download DriveRight in the DriveRight Menu. The following Download Status box is displayed:

Note: You will see the Cancel button only if you are downloading a DriveRight 600.

Download Status |

Lacation |2E

‘JehiclelF':'“j F-150

License Number|384F'ElF'

Drefault Diriver I Harry Patter

Last ann|nad|n3;03fzn|33

| Statuz:  Dawnloading block$: 3

Cancel
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You may lose GPS data for earlier trips if the DriveRight console is not downloaded for an extended period of
time. In this case you will see a warning message similar to this:

GPS Error |

GFS data for tip has been lost,
Trip Start; 01401 #2003 1:2:59:00 Abd

Trip End: 01401./2003 07:00:00 Ak
GPS Record Time: 0140142000 12:55:59 A

| grore | Cancel |

If the calibration in the DriveRight console does not match the calibration in the database, you will see a warning
message similar to this:

DriveRight |
& Calibration values in the DriveRight donot match thoze in the database.

D atabaze Yalues ;- wez: B000, pulzezPerBeading 8. calibration: 88472
DriveRight Yalues:- wss 8000, pulzesPerReading: 8, calibration: 28473

When the data has finished downloading the following dialog box is displayed:

DriveRight |

@ Succeszsfully downloaded

Press Enter or click OK to continue.

Download Palm

DriveRight FMS offers a new feature to download data from multiple DriveRight devices from a Palm device. You will
need the DriveRight Palm Download Kit, #8181, in order to use this command.

Note: To download a DriveRight console data into the software using Palm Download, the DriveRight should be
present in the database. If you try to download a DriveRight which is not present in the database, you will get an
error message.

To download your Palm:

Select Download Palm in the DriveRight Menu.
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2.

The first time you download a Palm, the following dialog box is displayed. Select the directory which contains
your Palm backup databases and click OK.

Browse for Folder |

Select Palm HokSync Backup Directorsy

EI---::_{j Deskiop

-5 My Documents
-- Amigr Compuker
{28 My Nebwork Places

----- ] Local Weather Conditions_Files

I I Cancel

Each time after the first time, when you use the Download Palm command, the following dialog box appears
showing the selected Palm backup directory.

Set Palm Hot5ync Backup Directory |

Select Directany II::'xF'n:ugram Filzzhpalm*alexhB ackup

Browse |

Cancel | Help |

Click Browse to select a different backup directory, click OK to use this displayed directory, or click Cancel to
exit.

If you click OK the Download Status dialog box is displayed.
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Download Status |
Locatian ID awis

vehicle IFu:-ru:I F-150

Licenze Murmber |3E=4F'EIF'

Drefault Driver IHa”_'r' Fotter
Lazt Download |E|2,.-'25,.Jg|:||:|3

| Statuz:  Downloading Device ; 11

6. When the data has finished downloading the Palm Download, Download Successful dialog box is displayed:

Palm Download |

Davnload Successiul

7. Click OK to continue.

Read Accident Log

The Read Accident Log command will download accident log data from the connected DriveRight device, convert it to
a text file, and display it using MS Notepad.

To read the accident log:

1. Select Read Accident Log in the DriveRight Menu. The accident log is displayed.

Read Tamper Log

The Read Tamper Log command will download Tamper Log data from the connected DriveRight device, convertitto a
text file, and display it using MS Notepad. The Tamper Log holds the times and dates when the driver disconnected
the DriveRight or tried to change the DriveRight Settings.

Note: There must be a Settings PIN-Code in the unit to enable the logging of disconnect times.

To read the tamper log:

1. Select Read Tamper Log in the DriveRight Menu. The tamper log is displayed.
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Set Time and Date

Use this command to set the time and date on a DriveRight device.

To set the time and date on a DriveRight:

1.

Select Set Time and Date from the DriveRight Menu. The Set Time and Date dialog box is displayed.

Set Date and Time |

Date IDE.-"'I'I.-"EEIEIE v| [ oAy

Time | 21315 PM j [ A4 PM ]

Cancel |

Set the Date by either clicking the month, day or year in the edit box and entering the new information, or by
clicking on the down arrow and selecting the date from the drop-down calendar.

Sun Mon Tue ‘Wed Thu Frn Sat
11 I I & 3 4 5
E 7 & 9 10 «=fe 12
13 14 1% 16 17 18 19
20 A 22 023 24 0\ 26
228 029 30 1 2 3
4 H B 7 8 9 10

< Today: 2/11/2003

Set the time by clicking on the hour, minute or second in the edit box and entering the new time. You can also
adjust the time settings up and down using the up and down arrows in the edit box.

Click on Set to change the time and date on the DriveRight unit or click on Cancel to exit the dialog box without
changing the settings.

Set Odometer

Use this command to set the vehicle odometer reading in a DriveRight device.

To set the odometer in a DriveRight:

1.

Select Set Odometer from the DriveRight Menu. The Set Odometer dialog box is displayed showing the current
odometer reading.
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Odometer Reading |

Enter Ddometer Reading |18

k. I Cancel

miles

You can now edit the vehicle’s odometer reading.

3. Click on OK to update the odometer reading on the DriveRight unit or click on Cancel to exit the dialog box
without changing the settings.

Note: When you set the odometer DriveRight FMS updates the current odometer value of the vehicle assigned to
this DriveRight and also adds a new entry in the Odometer Logs Table.

Set Service Alarms

Note: Available for the DriveRight Trip 500 AL only.

Each vehicle needs a service check from time to time. With the Set Service Alarms option you can specify the
Odometer Readings on which the vehicle should go in for service. After defining a Service Schedule you can assign it
to a vehicle and load it into the DriveRight Trip 500AL using the Set Service Alarms command in the DriveRight menu.
As soon as any defined odometer readings are reached, a warning signal is activated in the vehicle indicating the
driver to bring his vehicle in for a service check, or call his service center for an appointment.

To set a service alarm:

1. Select Set Service Alarms from the DriveRight Menu. The Set Service Alarms dialog box is displayed.

Odometer Service Alarms |
Enter Odometer Alarm ||
Ddomter Alarms Serviced On
dadd 3> 4000
12000
43000

Delete

du

Clear All

Set to Device I Cancel
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Enter the odometer reading for a service alarm.
Click the Add>> button to add the service alarm for that odometer reading.
Click on an odometer reading to highlight it, then click the Delete button to remove a specific service alarm.

Click the Clear All button to remove all service alarms.

o o M 0w DN

Click on Set to Device to update the service alarm settings on the DriveRight unit or click on Cancel to exit the
dialog box without changing the settings.

Set Drivers List

This is a new feature added in DriveRight FMS. DriveRight 600 device provides a security feature which lets the
operator set up to 100 drivers’ codes into the device to have access.

To set the drivers list:
1. Select Set Drivers List from the DriveRight Menu. The Set Drivers List dialog box is displayed. Drivers already

assigned to this DriveRight are displayed in the right column. Drivers not assigned to this DriveRight are
displayed in the left column.

Set Drivers List |

Locatian IDavis

Dirivers List [in the databaze] Drrivers List [ta zet in DriveRight]
Dobby 2 Harry Patter1
Meil Toung/3 Jimmy Hendrix/3
UMALLOCATED DRIVER/D Jimmy Page/4

Set to Device Cancel Help

2. Click on a driver's name to select the driver, the click on the right arrows ">>" to move the driver to the "to set in
DriveRight" list.

3. Toremove a driver from the DriveRight list, click on a driver's name to select the driver, then click on the left
arrows "<<" to move the driver off the DriveRight list.
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4. Click on Set to Device to update the drivers list on the DriveRight unit or click on Cancel to exit the dialog box
without changing the drivers list.

5. If you click on Set to Device, then you will see the following dialog box if the action is successful. Click on OK or
press Enter to continue.

Success |

@ Successfully set drivers list.

Clear DriveRight

The Clear DriveRight command clears all trip data in the connected DriveRight.
To Clear your DriveRight:

1. Select Clear DriveRight in the DriveRight Menu. The following DriveRight dialog box is displayed:

2. Click Yes to clear the DriveRight device, click No to cancel the command.

DriveRight |

& Are you sure you want bo Clear device data ?
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CarChip Menu

Use CarChip Menu commands for functions that require direct communications with the CarChip device.

Note: The CarChip device must be connected to your computer in order to access the CarChip Menu commands.

The following CarChip Menu commands are available:

Add New CarChip
CarChip Settings
Download CarChip

Set Time and Date

Set CarChip LED State
Display CarChip Memory
Show CarChip Info

Clear CarChip Memaory

Add New CarChip

DriveRight FMS includes an Add CarChip Wizard to simplify adding CarChip devices to the database. Click on the
links provided for each of the Add CarChip Wizard dialog boxes to see more detailed information.

Guidelines for Adding CarChips, Drivers and Vehicles

Please refer to the following guidelines when adding new CarChip devices, drivers and vehicles.

A CarChip device must be assigned to either a vehicle or a driver.

Unlike DriveRight devices, a CarChip device can be easily switched from vehicle to vehicle, as long as all the
vehicles provide a supported OBDII port.

If a CarChip is assigned to a vehicle, the default driver of that vehicle will appear as the driver on all
downloaded data from that CarChip.

If a CarChip is assigned to a driver, then all data downloaded from that CarChip will be associated with that
driver and the vehicle will be listed as UNKNOWN VEHICLE.

If you just want to add a CarChip and you don't yet have a vehicle or driver to assign, you can select
"UNKNOWN VEHICLE".

Based on your specific situation, you should carefully consider the options before assigning a CarChip to
either a vehicle or driver.

The Add New CarChip command opens a wizard that will guide you through the process of adding CarChips.
It will also allow you to add drivers and vehicles if they are not already in the database.

To add a new CarChip device:

1.

Select Add New CarChip from the CarChip Menu. The Add CarChip Wizard - Start dialog box is displayed.

Note: The new CarChip device must be connected to your computer in order to add it to the DriveRight FMS
database.
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2.

3.

Add CarChip Wizard - Start

Pleaze connect CarChip to the computer.

[ Don't show thiz dialog again

Cancel Help

Click Next to continue or click Cancel to exit the Add CarChip Wizard.
If you click Next, the Add CarChip Wizard - CarChip ID dialog box is displayed.

Add CarChip Wizard - CarChip ID

Each CarChip iz azzigned a unique 1D number. The nurmber
below iz the unigue 1D number that you can aszign to thiz
CarChip device. “'ou can change it if necesan.

CarChip D |13
Seral Mumber |H-0004-A Erawse CarChips

| M et | Cancel | Help |

Click Next to continue or click Cancel to exit the Add CarChip Wizard.
If you click Next, the Add CarChip Wizard - Assign dialog box is displayed.

Note: CarChip should be assigned to either a vehicle or driver. If it is assigned to a vehicle, the default driver of
that vehicle appears on all the data downloaded. If a CarChip is assigned to a driver, then all data downloaded
from that CarChip will be associated with that driver and the vehicle will be listed as UNKNOWN VEHICLE. This is
useful if the driver uses multiple vehicles with the same CarChip. Based on your particular case, you should
carefully choose between assigning a CarChip to a vehicle or a driver.
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Add CarChip Wizard - Assign

Each CarChip must be azsigned to either a vehicle or driver. Fleaze select
the wvehicle or driver from browser and click szelect button. If you do not
know which vehicle it will be uzed in vet, zelect the "LINENOWHN
WEHICLE"™. IF pou need to add a wehicle or driver, uze the Add Mew button
in the browszer.

Select

" Azzign ta vehicle

" Azzign to driver

Cancel Help

4. After assigning the CarChip to either a vehicle or to a driver, Click Next to continue or click Cancel to exit the
Add CarChip Wizard.

5. If you are assigning the CarChip to a vehicle, the Vehicles browse window is displayed. Click on a vehicle in the
browse window to highlight it, the click on the Select button to assign the CarChip to the selected vehicle.

6. After selecting a vehicle from the browse window, the CarChip dialog box is displayed. Click Yes to continue or
click No to return to the Vehicles browse window and make another selection.

CarChip E2

\c;l) 'ou zelected a wehicle with 1D 4

Do pou want b continue ?

7. If the settings in the CarChip you are adding are different from the default CarChip settings in the database, you
will see the following dialog box and be offered the opportunity to change the CarChip to your default settings.
Click Yes to configure the CarChip with the default settings or click No to use the existing CarChip Settings.

CarChip E

\?,) Thiz CarChip device zettingz are different from the defaulk settings.
Lo pou want ko use default CarChip zettings ¥

Mo |

8. The next dialog box is the Add CarChip Wizard - Safety Settings. This shows the CarChip’s speed band,
braking, and acceleration thresholds.
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Add CarChip Wizard - Safety Settings

Speed Bands Hard Braking
Fram [milesbr] To [mileshr] Hard Braking Threshold .24 G [DecellLinit]
Speed Band 1 ||:| |35 _
Extrerne Braking Threshaold {0.42 G
Speed Band 2 |35 |45 .
Acceleration
Speed Band 3 |45 |?5 [Speed Limit] Hard Acceleration Thieshold |51 G [Accel Limi]
Speed Band 4 |?5 | Extreme Acceleration Threshald |U-48 E
Cancel Help |

9. When you are satisfied with the safety settings, click on Next to continue. Otherwise click Cancel to exit the Add
CarChip Wizard.

10. The next dialog box is the Add CarChip Wizard - Parameters. This shows the engine and vehicle performance
parameters that will be logged by the CarChip.

Add CarChip Wizard - Parameters
M ame |nteryal
Parameter 1 | J | J Seconds
Pararneter 2 |Engine Speed ﬂ |E|]ﬂ Seconds
Farameter 3 |EDDIantTemperature j |EEI ﬂ Seconds
Parameter 4 |Intake b anifold Pressure ﬂ |EEI ﬂ Seconds
Fararneter 5 |Engine Laoad ﬂ |EI] ﬂ Seconds
et | Cancel |

11. When you are satisfied with the parameter settings, click on Next to continue. Otherwise click Cancel to exit the
Add CarChip Wizard.
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12. The next dialog box is the Review Settings For New CarChip. This dialog box allows you to review the
identification, safety, and parameter settings for the new CarChip one last time before you add it to the
database.

Review Settings For Hew CarChip

| dentification l Safety Settings] Pararneter Settings]

Company Location |Davis

CarChip 1D |1 2

Serial Mumber |H-IIIIIIIII4-;‘-‘«

WYehicle 1D |4

Diriver Hame |Harr_l,l Fatter

Set Cancel

13. When you are satisfied with the CarChip settings, click Set to add the CarChip to the database and to update
the CarChip device settings. Select Cancel to exit the Add CarChip Wizard without adding the CarChip to the
database or updating the CarChip device settings.

14. When the CarChip has been successfully added to the database and the CarChip settings have been updated

you will see the following Setup Result dialog box.

Setup Rezult

Succezzfully zet in CarChip Device.

Succezzfully zet in CarChip Databaze.

15. Click OK to continue.
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CarChip Settings

Use the CarChip Settings command in the CarChip Menu to quickly view all CarChip settings, to add a CarChip to
the database or to edit CarChip settings.

1. Select CarChip Settings from the CarChip Menu. The CarChip Device Settings dialog box is displayed.

CarChip Device Settings B

 Identification —Hard Braking
Campany Location IDavi$ Hard Braking Threshald IU.34 G [Decel Limit]
CarChip 1D |1 Extreme Braking Threshold IEI.4B G
Serial Number [1-2126-4 ~ Acosleration
 Vehicle ID I j Hard Acceleration Thieshold IE'-3-| G [Accel Limit)
& Driver Name IUNALLDmTED DRIVER j Estreme Acceleration Threshold |E|-4B G
— Speed Bands — Choose Parameters
From [miles/hr] To [milesdhr) Mame Interal
Speed Band 1 IU |35 Parameter 1 I\-’ehicle Speed j |5 j Seconds
Speed Band 2 |35 |45 Farameter 2 IEngine Speed j |5 j Seconds
Parameter 3 IEDDIantTemperature j |5 j Seconds
SpeedBand 3 |45 7a imi
. I I (Speed L] b rameter 4 IIntake b anifold Pressure j |5 j Seconds
Speed Band 4 I?5 I Parameter 5 IEngine Load j |5 j Seconds
Cloge | Help | Defaults |

2. Make any desired changes.

Note: If you change the vehicle assigned to a CarChip, the vehicle table will also be changed to reflect the new
assignment.

Note: If you assign a vehicle to a CarChip that had been previously assigned to a DriveRight device, the vehicle
assignment for that DriveRight will be changed to "UNASSIGNED VEHICLE".

3. Click the Defaults button to change the CarChip Hard Braking, Acceleration, Speed Bands, and Engine
Parameters to the DriveRight FMS CarChip default settings.

4. Click OK to save the changes or click Cancel to exit without saving.
For more information on the DriveRight settings, see the following topics listed below:

e CarChipID
e Hard Braking, Acceleration and Speed Bands
*  Choose Parameters
CarChip Identification Settings
Each new CarChip device must be assigned an ID number.
1. The CarChip ID dialog box shows the ID assigned to the CarChip device.
. You can change the assigned ID by clicking inside the text box and editing the number.
. Click on Browse CarChips to view CarChip ID’s in use at the current location.

*  Click next to continue adding the new CarChip to the database or click Cancel to exit.
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Add CarChip Wizard - CarChip ID

Each CarChip iz azzigned a unique 1D number. The nurmber
below iz the unigue 1D number that you can aszign to thiz
CarChip device. “'ou can change it if necesan.

CaChipD 2
Serial Mumnber |H-0004-A

M et | Cancel |

Browze CarChips

2. Click next to continue adding the new CarChip to the database or click Cancel to exit.

CarChip Safety Settings

Use the Add CarChip Wizard - Safety Settings dialog box to set speed, braking and acceleration thresholds for the

CarChip device.

1. Set Speed Band 3. Speed Band 3 is used as the speed limit in DriveRight FMS.

2. Set the Hard Braking Threshold. The Hard Braking Threshold is used as the decel limit in DriveRight FMS.

3. Set the Hard Acceleration Threshold. The Hard Acceleration Threshold is used as the accel limit in DriveRight

FMS.

4. Other speed bands and thresholds can be set but are not supported in DriveRight FMS 3.1.

Note: If you are using CarChip and DriveRight devices, make sure both types of devices use the same safety

settings.

Add CarChip Wizard - Safety Settings

Speed Bands
From [milez/hr] Ta [milezhr]
Speed Band 1 ||:| |35
Speed Band 2 |35 |45
Speed Band 3 |45 |?5 [Speed Limit]

Speed Band 4 |?5 |

Hard Braking
Hard Braking Threshold [9-3% G [Decel Limit]
Extreme Braking Threzhald [0.42 G

Acceleration

Hard Acceleration Thieshald |22 G [Accel Limit]

Estreme Acceleration Threshold |0-48 G

Cancel Help |

78



5.  When you are satisfied with the safety settings, click on Next to continue. Otherwise click Cancel to exit the Add
CarChip Wizard.

CarChip Data Parameters

Use the Add CarChip Wizard - Parameters dialog box to select up to four optional vehicle data parameters to be
logged in addition to vehicle speed.

1. Select the vehicle data parameters you wish to log.

2. Set the time interval for each parameter. Supported time intervals range from 5 seconds to 60 seconds.

Add CarChip Wizard - Parameters |
M ame Interyal
Parameter 1 I‘-.-’ehiu:le Speed j |5 j Seconds
Pararneter 2 IEngine Speed j IEEI j Seconds
Pararneter 3 IEDDIantTemperature j IEEI j Seconds
FParameter 4 IIntake Manifold Pressure j IEEI j Seconds
Fararneter 5 IEngine Laoad j IEEI j Seconds
Mexst | Cancel |

3.  When you are satisfied with the parameter settings, click on Next to continue. Otherwise click Cancel to exit the
Add CarChip Wizard.

List of Data Parameters

The following vehicle data parameters can be logged by the CarChip data logger:

. Vehicle Speed

«  Engine Speed

e Throttle Position

» Coolant Temperature

e Engine Load

* Intake Manifold Pressure
e Air Flow Rate

* Intake Air Temperature
e Timing Advance

*  Fuel Pressure

*  Fuel System Status

e Short Term Fuel Trim (B1)
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e Short Term Fuel Trim (B2)

e Long Term Fuel Trim (B1)

e Long Term Fuel Trim (B2)

* 02 Sensor Voltage (B1, S1)
« 02 Sensor Voltage (B1, S2)
02 Sensor Voltage (B1, S3)
02 Sensor Voltage (B1, S4)
e 02 Sensor Voltage (B2, S1)
* 02 Sensor Voltage (B2, S2)
02 Sensor Voltage (B2, S3)
« 02 Sensor Voltage (B2, S4)
»  Battery Voltage

Download CarChip

Use this command to download data from your CarChip data logger into your computer.

You cannot download a CarChip device if any of the following conditions exist:

e CarChip not present in the database.
e CarChip not assigned to a Vehicle or to a Driver.

« Unless every thing is configured properly, you cannot download from the device.
To download CarChip data:

1. Connect your CarChip device to your computer.

2. Choose Download CarChip from the CarChip menu. The Downloading Data dialog box appears.

D ownloading Data

[]

Cancel

The dialog box disappears when the download is complete.

4. Choose Cancel only if you wish to abort the download before it is finished.

Set Time and Date

Use this command to set the time and date on a CarChip device.

To set the time and date on a CarChip:

1. Select Set Time and Date from the CarChip Menu. The Set Time and Date dialog box is displayed. The dialog

box shows your computer’s current time and date.

80



Set Date and Time |

DateIEIEﬂL"EEII:IS vl [ rrnAdd A ]

Time | 21315 PM j [ &4 PM |

Cancel |

2. Set the Date by either clicking the month, day or year in the edit box and entering the new information, or by
clicking on the down arrow and selecting the date from the drop-down calendar.

Sun Mon Tue ‘wWed Thu Fri Sat
nm A1 2 3 4 5
E 7 B 9 10 «=ie 12
13 14 1% 16 17 18 19
20 A 22 023 24 X/ &K
228 023 3 1 2 3
4 & B 7 8 9 10
= aToday: 2/11/20032

3. Set the time by clicking on the hour, minute or second in the edit box and entering the new time. You can also
adjust the time settings up and down using the up and down arrows in the edit box.

4. Click on Set to change the time and date on the CarChip device or click on Cancel to exit the dialog box without
changing the settings.

LED Status

Use the CarChip LED Status command to view or change the CarChip LED status configuration.
To change the CarChip Status LED:

1. Choose Set CarChip LED State in the CarChip Menu. The CarChip LED Status dialog box is displayed showing
the current state.

CarChip LED Status |

CarChip LED Statuz : Enabled

= Enable

™ Dizable

Cancel Help

2. Click Enable if you wish to turn on the CarChip Status LED.
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3. Click Disable if you wish to turn off the CarChip Status LED.

4. Click Set to configure the Status LED with the current setting or click Cancel to exit.

Display CarChip Memory

Use this command to show memory usage by the CarChip device.

1. Choose Display CarChip Memory from the CarChip menu. The CarChip Memory dialog box appears.

CarChip Memory |

Uzed 4301 KE 3319 %
Free 358 KB 681 %

Tatal 525.9KE 100.00 %

Caricel Help

2. Click OK to close the dialog box.
*  The amount of memory is displayed in kilobytes as well as the percentage of the available memory used.
e "Used" shows the amount of memory occupied by data.
*  "Free" shows amount of memory available for new data.

e "Total" shows the total amount of memory in the data logger.
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Show CarChip Info

Use this command to show the fimware, bootware, and hardware version information for the currently connected
CarChip device.

1. Choose Show CarChip Info from the CarChip menu. The CarChip Identity Info dialog box appears.

CarChip Identity Info ]|

Sernial Mumnber H-0004-2,
Froduct Mumber 003240
Firrrweare Wersion  1.31.1
Bootware Version 1.2.1

Hardware Verzion 14

Cancel |

2. Click OK to close the dialog box.

Clear CarChip Memory

The Clear CarChip Memory command clears all trip data in the connected CarChip.

To clear CarChip memory:

1. Select Clear CarChip Memory in the CarChip Menu. The following CarChip dialog box is displayed:

CarChip |

@ Are pou sure you want bo Clear device data ?

2. Click Yes to clear the CarChip device, click No to cancel the command.



Database Menu

Use the Database Menu options to open the browse windows for individual database tables. In the browse window you
can view and print records. You can also add, edit or delete records.

Caution: Take extra care before deleting Company Location, DriveRight, CarChip, Driver or Vehicle records.
The following Database Menu options are available:

e Company Locations

»  DriveRights

e CarChips

e Driver Groups
o Drivers

* Fleets

*  Vehicles

e Trips

e Accident Logs

e« Tamper Logs

e Trip Addresses
+ Days

* Download Dates
e GPS

e Odometer Logs

. Maintenance

Company Locations

Use this command to view and edit data for company locations.

Caution: We strongly advise against changing a location name if you use FTP Export/FTP Import, since location
name plays a very important role in these operations. In short, if you do any kind of centralized data collection
do not alter location name.

To view or edit data for company locations:

1. Select the Company Locations command in the Database menu. The company locations browse window is
displayed.

2. Click the Add New button to add a new company location.

3. Highlight a record in the browse window and click Edit, or double-click a record to update the company location
information.

4. Highlight a record in the browse window and click Delete to delete that record.
5. Click Close to exit the browse window.

6. Click Print to print the browse window.
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Add Company Location
Use the Add New command to create a new company location in the database.

To add a new company location:

1. Select the Company Locations command in the Database menu. The company locations browse window is
displayed.

2. Click the Add New button to add a new company location.

Add Company Location |

Location D |1|

Location Mame I

Location Address I

] I Cancel Help

The next available ID will be automatically assigned. Edit the location ID if desired.
Enter the location name.

Enter the location address.

o g > W

Click OK to save the new company location or click Cancel to exit without adding a new station.

Edit Company Location
Use the Edit command to change the information of an existing company location in the database.

To edit a company location:

1. Select the Company Locations command in the Database menu. The Company Locations browse window is
displayed.

2. Click on a record to select it. The selected record is highlighted.

3. Click the Edit button to edit the selected record. The Edit Company Location dialog box is displayed.

Edit Company Location |

Lacation D I-I

Location Mame IDavis [nstruments

Location Address IHE.'r"-"'-'afEL Ca 594545

Cancel Help

4, Edit the location name and address as desired. The location ID can not be edited.

5. Click OK to save the changes or click Cancel to exit without saving.
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DriveRights

Use the DriveRights command to view or edit data for installed DriveRight devices.
Note: You can only change the assigned vehicle when editing a DriveRight record in the browse window.
To view or edit DriveRight data:

1. Select the DriveRights command in the Database menu. The DriveRights browse window is displayed.

2. Highlight a record in the browse window and click Edit, or double-click a record to edit the information for a
specific DriveRight device.

Highlight a record in the browse window and click Delete to delete that record.
4. Click Close to exit the browse window.

Click Print to print the browse window.

Edit DriveRight Setup

Use the Edit command in the DriveRights browser to view or edit the DriveRight console settings in the database.

Note: The only setting you can edit from this dialog box is the Vehicle ID. Use the DriveRight Settings Command
in the DriveRight menu to edit other DriveRight console settings.

To edit DriveRight settings:

1. Select the DriveRights command in the Database menu. The DriveRights browse window is displayed.

2. Click on a record to select it. The selected record is highlighted.

86



3.

4.
5.

Click the Edit button to edit the selected record. The Edit DriveRight Setup dialog box is displayed.

Edit DriveRight Setup

(0l arm

or arEen LghtH|

You can change the Vehicle ID by selecting a new ID from the drop-down list, if desired.

Click OK to save the changes or click Cancel to exit without saving.
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Print DriveRights
Use the Print command in the DriveRights browse window to print DriveRight records.

To print DriveRight records:

1. Select the DriveRights command in the Database menu. The DriveRights browse window is displayed.

2. Click the Print button. The Select DriveRights Fields to Print dialog box is displayed.

Select DriveRights Fields to Print |
V¥ Frirt All Fields
[ Select fields to print
T Location [ wes
= DriveRight|D = FER
= eticle | I e urmtes
™| DriveRight Tiupe ™| Distanze
™| Speed|Limit ™| Diate ade
= &zael Limit = Tjirme: fade
= Dece Lirit = larm i ede
T EIn Eade = wiarm Hatlogaed
™| Stop Time ™| Tramper Light
[T Logout Time

Cancel

[Elearn Al | Sefh bl |

3. To print all fields in the records, leave the Print All Fields box checked.
4. To print selected fields, check the Select fields to print box, then check each of the fields to be printed.
5. You can click Clear All to de-select all fields, or click Set All to select all fields.
6. Click OK to print or click Cancel to exit without printing.
CarChips

Use the CarChips command to view or edit data for installed CarChip devices.

Note: You can only change the assigned vehicle or the assigned driver when editing a CarChip record in the
database browse window.

To view or edit CarChip data:



1. Select the CarChip command in the Database menu. The CarChip browse window is displayed.

2. Click the Add New button to add a new CarChip to the database. This button starts the Add New CarChip
Wizard.

3. Highlight a record in the browse window and click Edit, or double-click a record to edit the information for a
specific CarChip device.

4. Highlight a record in the browse window and click Delete to delete that record.
Click Close to exit the browse window.

6. Click Print to print the browse window.

Edit CarChip Setup

Use the Edit command in the CarChip browse window to view or edit the CarChip device settings in the database.

Note: The only settings you can edit from this dialog box are the Vehicle ID or Driver ID. Use the CarChip Settings
Command in the CarChip menu to edit other CarChip device settings.

To edit CarChip settings:

1. Select the CarChips command in the Database menu. The CarChips browse window is displayed.
2. Click on a record to select it. The selected record is highlighted.
3. Click the Edit button to edit the selected record. The Edit CarChip Setup dialog box is displayed.

Edit CarChip Setup E3
— ldentifization —Hard Braking
Compary Location IDavis Hard Braking Threshold IU.34 G [Decel Limi)
CarChip ID I'I 2 Extreme Braking Threshold IEI.4E E}
Sefial Number |H-0004-4 ~ pcoeleration
" Vehicle D I j Hard Acceleration Threshald ID-31 G [Accel Limit)
(+ Diiver Name |UNALLOCATED DRIVER ] Exreme Acceleration Thisshold [048 &
— Speed Bands — Chooze Parameters
Fram [miles/hr] To [miles/hr] Mame Interval
Speed Band 1 IU |35 Farameter 1 I\-"ehicle Speed j |5 - | Seconds
Speed Band 2 |35 |45 e IEngine Speed j I5 7| Seconds
Parameter 3 IEDDIantTemperature j |5 - | Seconds
Speed Band 3 (45 Eh il
g I I (Speed Limi] Parameter 4 Ilntake b anifald Pressure j |5 | Secondz
Speed Band 4 IES I Parameter 5 IEngine Load j |5 = | Seconds
Cloze | Help | Defaults |

4. You can change the Vehicle ID or Driver Name by selecting a new ID or name from the drop-down list, if
desired.

5. Click OK to save the changes or click Cancel to exit without saving.

89



Driver Groups

Use the Driver Groups command in the Database menu to view or edit driver group data.

To view or edit driver group data:

Select the Driver Groups command in the Database menu. The Driver Groups browse window is displayed.
Click the Add New button to add a new driver group to the database.

Highlight a record in the browse window and click Edit, or double-click a record to edit the record.

Highlight a record in the browse window and click Delete to delete that record.

Click Close to exit the browse window.

L T S

Click Print to print the browse window.

Add Drivers Group
Use the Add New command in the Driver Groups browser to add a new drivers group to the database.

To add a new drivers group:

1. Select the Driver Groups command in the Database menu. The Driver Groups browse window is displayed.

2. Click the Add New button to add a new drivers group. The Add Drivers Group dialog box is displayed.

Add Drivers Group |

Location Mame IDiaI:qu:u_M wSOL

Group Mumber I'I1

Group Hame I

Rermark.s I

Cancel Help

3. Enter the new record information.

4. Click OK to save the new record or click Cancel to exit without adding a new record.

Edit Drivers Group
Use the Edit command in the Driver Groups browse window to edit a drivers group record in the database.

To edit a drivers group record:

1. Select the Driver Groups command in the Database menu. The Driver Groups browse window is displayed.

2. Click on a record to select it. The selected record is highlighted..



3. Click the Edit button to edit the selected record. The Edit Drivers Group dialog box is displayed.

Edit Drivers Group |

Location Mame IDavis Instruments

Group Mumber I'I

Group Mame IGru:uup Murnber 1

Femarks Ifirst aqraup

] I Cancel Help

4. Edit the record as desired.

5. Click OK to save the changes or click Cancel to exit without saving.

Drivers

Use the Drivers command in the Database menu to view or edit driver data.

To view or edit driver data:

Select the Drivers command in the Database menu. The Drivers browse window is displayed.
Click the Add New button to add a new driver to the database.

Highlight a record in the browse window and click Edit, or double-click a record to edit the record.
Highlight a record in the browse window and click Delete to delete that record.

Click Close to exit the browse window.

I L A

Click Print to print the browse window.

Add Driver
Use the Add New command in the Drivers browser to add a new driver to the database.

To add a new driver:

1. Select the Drivers command in the Database menu. The Drivers browse window is displayed.
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2. Click the Add New button to add a new driver. The Add Driver dialog box is displayed.

Add Driver ]|

Compary Location IDiabh:'_M}'SE!L

Dirivver Mumber |4E|

Diriver Group Mame I Default Group j

Drivver Mame I

Iritialz I

Addrezs I

City and State I

Zip Code |

Phone Hurnber I

E M |

Company Mame I

Employee (D I

Cancel Help

3. Enter the new record information.

4. Click OK to save the new record or click Cancel to exit without adding a new record.

Edit Driver
Use the Edit command in the Drivers browse window to edit a driver record.

To edit a driver record:

1. Select the Drivers command in the Database menu. The Drivers browse window is displayed.

2. Click on a record to select it. The selected record is highlighted.
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3. Click the Edit button to edit the selected record. The Edit Driver dialog box is displayed.

Edit Driver |

Caompary Location IDavis Instruments

Dirivver Mumber |1

Driver Group Name [DEFAULT GROUP i

Drivver Mame IHEl”.'r' Patter

Initials IHP

Address |Hngwarts

City and Skate IU

Zip Code |D

Phane Murnber IU

E M |D

Company Mame IU

Employee 10 IU

Cancel Help

4, Edit the record as desired.

5. Click OK to save the changes or click Cancel to exit without saving.

Print Drivers
Use the Print command in the Drivers browse window to print driver records.

To print driver records:

1. Select the Drivers command in the Database menu. The Drivers browse window is displayed.
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2. Click the Print button. The Select Drivers Fields to Print dialog box is displayed.

Select Drivers Fields to Print |

[ Select fields ta print

¥ | Lacatian ™| City and State
I | Drriven | [T ZipEade

I | Group Hame ™| Bhone Humber
I¥ | Ciriver Wame = | Ernai

I | [itials ™| Companyitame
™| ddiess ™| Employes (1

[Elearn &l Seh Al |
Cancel |

L

3. To print all fields in the records, leave the Print All Fields box checked.
4. To print selected fields, check the Select fields to print box, then check each of the fields to be printed.
5. You can click Clear All to de-select all fields, or click Set All to select all fields.
6. Click OK to print or click Cancel to exit without printing.
Fleets

Use the Fleets command in the Database menu to view or edit fleet data.

To view or edit fleet data:

Select the Fleets command in the Database menu. The Fleets browse window is displayed.
Click the Add New button to add a new fleet to the database.

Highlight a record in the browse window and click Edit, or double-click a record to edit the record.
Highlight a record in the browse window and click Delete to delete that record.

Click Close to exit the browse window.

o g M 0w Do

Click Print to print the browse window.

Add Fleets
Use the Add New command in the Fleets browser to add a new fleet to the database.

To add a new fleet:
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1. Select the Fleets command in the Database menu. The Fleets browse window is displayed.
2. Click the Add New button to add a new fleet. The Add Fleets dialog box is displayed.

Add Fleets ]|

Laocation Mame IDiaI:-I::-_M_I,ISI]L

Fleet Hurnber IE'

Fleet M ame I

Cancel | Help

Enter the new record information.

4. Click OK to save the new record or click Cancel to exit without adding a new record.

Edit Fleets
Use the Edit command in the Fleets browse window to edit a fleet record.

To edit a fleet record:

1. Select the Fleets command in the Database menu. The Fleets browse window is displayed.
2. Click on a record to select it. The selected record is highlighted.
3. Click the Edit button to edit the selected record. The Edit Fleets dialog box is displayed.

Edit Fleets ]|

Location Mame IDavis [nztruments

Fleet Hurnber I2

Fleet M ame ILight Trucksz

Cancel | Help

4, Edit the Fleet Name as desired.

5. Click OK to save the changes or click Cancel to exit without saving.

Vehicles

Use the Vehicles command in the Database menu to view or edit vehicle data.

To view or edit vehicle data:

1. Select the Vehicles command in the Database menu. The Vehicles browse window is displayed.

95



Click the Add New button to add a new vehicle to the database.
Highlight a record in the browse window and click Edit, or double-click a record to edit the record.
Highlight a record in the browse window and click Delete to delete that record.

Click Close to exit the browse window.

o o M w DN

Click Print to print the browse window.

Add Vehicle

Use the Add New command in the Vehicle browser to add a new vehicle to the database.

To add a new vehicle:

1. Select the Vehicle command in the Database menu. The Vehicle browse window is displayed.

2. Click the Add New button to add a new vehicle. The Add Vehicles dialog box is displayed.

Add Vehicle |

Company Location IDavis | ngtruments

Wehicke D |4

DriveRight Azzigned I j

FlestMame [DEFAULT FLEET =]

Drefault Driver I j Add Driver |

kake and bModel

WM Murmber

|

License Plate I
|

Colar I

Add
Puchase Date [03/18/2003 [ [ et i

Current Ddameter IEI.EI

Yehicle Tvpe % Light
= Heawy

Diigital Inputs

Green WirelNDHMﬁL vI “ello WireINDHMﬁL *I

Cancel | Help |

3. Enter the new vehicle information.

Note: You do not need to assign the vehicle to a DriveRight console at this point. You will assign the vehicle in the
Add New DriveRight Wizard.

4. Click OK to save the record or click Cancel to exit without saving.
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Edit Vehicle

Use the Edit command in the Vehicles browse window to edit a vehicle record.

To edit a vehicle record:

1. Select the Vehicles command in the Database menu. The Vehicles browse window is displayed.
2. Click on arecord to select it for editing. The selected record is highlighted.

3. Click the Edit button to edit the selected record. The Edit Vehicle dialog box is displayed.

Edit Vehicle |

Company Location IDavis | ngtruments

Wehicke D |1

DiriveRight Azsigned I 11 j

FlestMame [DEFAULT FLEET =]

Crefault Crriver IHEI”_'r' Patter j Add Driver |

b ake and Model IFDTEI F-150

Lizenze Plate |3E4PDF'

WM Murnber I‘v"IN 11111 2222223333

Calar IB urgandy

ddd/
Puchase Date [02/0372008 |z (e

Current Ddameter |?23.4

Yehicle Tvpe % Light
= Heawy

Diigital Inputs

[Ereen WireINDHM.&.L "I el WireINDHM.&.L vI
(] 4 I Cancel | Help |

4. Edit the record as desired.

5. If you are changing the Default Driver to a new driver, you can click the Add Driver button to add a new driver
the to database.

6. Click OK to save the changes or click Cancel to exit without saving.
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Print Vehicles
Use the Print command in the Vehicles browse window to print vehicle records.

To print vehicle records:

1. Select the Vehicles command in the Database menu. The Vehicles browse window is displayed.

2. Click the Print button. The Select Vehicles Fields to Print dialog box is displayed.

Select Yehicles Fields tp Print |

¥ Frint 24l Fields

[ Select figlds o print

T Location

= kil
L =

I | Fleet Hiare

= | DriveRiight D
I Mefault Driver
= Wake and b ndel

[Elear Al |

T LicenseFlate

™ Calar

™| Furchase Diate
I | Gurrert idammeter
™| wehicle Type

= Green Wite

I rella e

Seh |

Cancel |

3. To print all fields in the records, leave the Print All Fields box checked.
4. To print selected fields, check the Select fields to print box, then check each of the fields to be printed.
5. You can click Clear All to de-select all fields, or click Set All to select all fields.
6. Click OK to print or click Cancel to exit without printing.
Trips

Use the Trips command in the Database menu to view or edit trip data.

To view or edit trip data:
1. Select the Trips command in the Database menu. The Filter For Trips dialog box is displayed.
2. Select your desired filter options.

3. Click OK to show the Trips browse window or click Cancel to exit the dialog box without opening the browse
window.
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Click Add New to create a new record.

Click Set Filter to change the filter for the displayed records.

Highlight a specific record and click Edit to view or edit that record in the Update window.
Highlight a specific record and click Delete to delete the record.

Click Close to exit the browse window.
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Click Print to print the browse window.

10. Click Export GPS to export GPS data from the trips displayed in the browse window.

Note: Press Control-D to export GPS data for the entire day of the currently selected record.

Filter for Trips

The Trips filter dialog box is displayed when you select the Trips command in the Database menu or when you select
the Set Filter command when you are exporting data. The trips filter allows you to select trip data based on the options
you choose in the filter dialog box.

To filter trip data:

1. Select the Trips command in the Database menu. The Filter For Trips dialog box is displayed.

Filter For Trips |

Company Location IDavis Inztruments

i~ Browse Al

& Diver Mame (B
" DiiveRight 1D | =
 vehID/Lic | =

[ Trips Between
Start Date [[05/17/2005 < | mo/dd /iy |

End Diate |n3x1 72003 ~|

TopSpeed == ID miles/hr
k. I Cancel | Help

Click the Browse All to select all records.

Click Driver Name and select a driver from the drop-down list to select the records for a specific driver.
Click DriveRight ID and select an ID from the drop-down list to select the records for a specific DriveRight.
Click Veh ID/Lic and select an ID from the drop-down list to select the records for a specific vehicle.

Check Trips Between and select a Start Date and End Date to select records for a specific time period.

N oo o~ D

To select records with a high speed over a specified speed, enter a speed in the High Speed >= text box.
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8. Click OK to set the filter or click Cancel to exit the dialog box.

Add Trip
Use the Add New command in the Trips browser to add a new trip to the database.

To add a new trip:

1. Select the Trips command in the Database menu. The Filter for Trips browser is displayed.
2. After selecting your filter options, click OK to display the Trips browser.
3. Click the Add New button to add a new trip. The Add Trips dialog box is displayed.

|

Carnmpary Lu:uc:atiu:unIDiab|D_M_'r'5|3!|- Average Speed ||:| Accel Count ||j

Start Date & Timel 02/24/2003 ;I 1:58:17 P +I_I Top Speed ID Decel Count I':'
End Date & Timel 02/24/2003 Ll 1:58:17 Pt =] | Time Over Speed |DEI: 00:00

DrriveRight IDI 'I Driver Mame I j

Trip Duration |00 hnursl':":' - VehicIeIDI vl
Digtance (0.0 Trip Type IF'HW-'“-"-TE v|

Start Odometer 0.0 Start State |(Df.OH] (Braking, Lights)

End Ddammeter I'J-':I End State I[foﬂff] [Braking, Lights]
From j To j

Company Mame Compary Mame
Cantact Persat I Contact Person I
Address | Address |
City & State | Ciy & State |

Reazon I

Cancel | Help |

4. Enter the new record information.

5. Click OK to save the new record or click Cancel to exit without adding a new record.

Edit Trip
Use the Edit command in the Trips browse window to edit a trip record.

To edit a trip record:

1. Select the Trips command in the Database menu. The Filter for Trips dialog box is displayed.
2. After selecting your filter options, click OK to display the Trips browse window.

3. Click on a record to select it for editing. The record is highlighted.
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4. Click the Edit button to edit the selected record. The Edit Trip dialog box is displayed.

Edit Trip

Compary L.;.cati.;.n|Da\-'i3 Instruments Average Speed 1] Accel Count |2
Start Date & Time|11/20/2002 = | 636:00 PM = Top Speed |17 Decel Count|T

End Date & Time|11a’2ﬂa’2ﬂﬂ2 j| £:38:00 M = Time Over Speed |00:00:17

CiriveRight 1D Drriveer Mame |Harr_l.J Patter ﬂ
Trip Duration |90 pousl 0 | minutes ehicle [0 |1 -
Digtance (0.1 Trip Type |BUSINESS -

Start Ddometer |296.6 Start State |(DH.OH] (Braking, Lights)
End Odometer [296.7 End State |(QF.0ff] [Braking, Lights]

From | ﬂ To | j

Compary Mame | Compary Mame |

Contact Persan | Contact Perzon |

Address | Address |

City & State | City & State |
Reazan |EI

Cancel | Help |

5. Edit the record information as desired

6. Click OK to save the record or click Cancel to exit without saving.

Print Trip Records
Use the Print command in the Trips browse window to print trip records.

To print trip records:

1. Select the Trips command in the Database menu. The Filter for Trips browse window is displayed.

2. After selecting your filter options, click OK to display the Trips browse window.
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3.
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Click the Print button. The Select Trips Fields to Print dialog box is displayed.

Select Trips Fields to Print |

V¥ Print Al Fields

[T Select figlds to print
™| Lozation ™| Time ver Speed
™| DriveRight I™ | Start Didameter
= Diriver [T Erd|Odameter
Tl ay ™| fcee! Eount
= rate [T} brece| Eaunt
™| Start Time ™| Trip Twpe
= Etd Titne = From&ddiess
™| Trig Thime ™| To faddiess
T Distarice ™ Reasan
| wehizel D ™| Start Digitalllnput
™| Average Speed ™| End Eigital [t
™| Tiop Speed

Cancel |

To print all fields in the records, leave the Print All Fields box checked.
To print selected fields, check the Select fields to print box, then check each of the fields to be printed.
You can click Clear All to de-select all fields, or click Set All to select all fields.

Click OK to print or click Cancel to exit without printing.

Accident Logs

Use the Accident Logs command in the Database menu to open the Accident Logs browse window.

To open the Accident Logs browse window:

1.
2.
3.

Select the Accident Logs command in the Database menu. The Filter For Accident Logs dialog box is displayed.
Select your desired filter options.

Click OK to show the Accident Log browse window or click Cancel to exit the dialog box without opening the
browse window.

Click Set Filter to change the filter for the displayed accident logs.

Highlight a specific accident record and click Edit to view that record in the Update Accident Log window.
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6.
7.
8.

Highlight a specific accident record and click Delete to delete a specific accident log record.

Click Close to exit the browse window.

Click Print to print the browse window.

Filter for Accident Logs

The Filter For Accident Logs dialog box is displayed when you select the Accident Logs command in the Database
menu or when you select the Set Filter command when you are exporting data. The accident log filter allows you to
select data based on the options you choose in the filter dialog box.

To filter accident log data:

1.
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Select the Accident Logs command in the Database menu. The Filter For Accident Logs dialog box is displayed.

Filter For AccidentLogs |

Company Lacation IDavis | netruments

i Browse Al
™ Diiver Mame I j
" DiiveRight ID | |

[ Accidentlogs Bebween

Start Date | 15202005~ | (mmdddiyy )

End Date | 034202003 j

Cancel | Help

Click the Browse All to select all records.

Click Driver Name and select a driver from the drop-down list to select the records for a specific driver.

Click DriveRight ID and select an ID from the drop-down list to select the records for a specific DriveRight.
Check Accident Logs Between and select a Start Date and End Date to select records for a specific time period.

Click OK to set the filter or click Cancel to exit the dialog box.

Edit Accident Log

Use the Edit command in the Accident Log browse window to edit an accident log record.

To edit an accident log record:

1
2
3.
4

Select the Accident Logs command in the Database menu. The Filter for Accident Logs dialog box is displayed.
After selecting your filter options, click OK to display the Accident Logs browse window.
Click on a record to select it. The selected record is highlighted.

Click the Edit button to edit the selected record. The Edit Accident Log dialog box is displayed.
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Edit AccidentLog

E

Company Location |Davi$ Instruments

DriveeRlight 10|11
Diriver Mame |Harmy Potter
Date (1240642002

Reason for Log
" Real Accident
* Recording

Latitude |3?-?354
Lgngitude |'1 224071

Cause |DEEEL [-20...+20)

Tirne (04:48:00 Prd

T19 T8 TA7 T T4 TA4 TA2 0 TA2 0 TA1 0 TA0
|I33£I2Iff |I33£I2Iff |E2£fo |E1£fo |EIZI£EIff |EEIHEIH‘ |58£fo |55£fo |53£fo |5w|:|ff
T03 TO8 TOF  TOE TOR T4 TAO3 0 T-02 0 T-O1 0 TO

|4E£fo |42£fo |42£fo |4‘I£fo

T+01 T+02 T+03  T+04

|38£fo |35£fo |29£fo |24£fo |1E£fo |1w|:|ff

T+05  T+06 T+07 T+08 T+03 T+10

|E£fo |?‘£fo |Eu|:|ff |1E£fo
T+11  T+#12  T+13  T+14

|19£fo |23£fo |2?£fo |28£fo |2?‘£fo |24£fo
T+15  T+16  T+17 T+18 T+19 T+20

|2IZI£EIff |1?‘£fo |14£fo |11£fo

|E£fo |E£fo |4£fo |?‘£fo |E£fo |11£fo

Cancel Help

5. Enter the Reason for Log if desired. No other part of the accident log record can be edited.

6. Click OK to save the changes or click Cancel to exit without saving.

Tamper Logs

Use the Tamper Logs command in the Database menu to view tamper log data.

To view the Tamper Log data:

1. Select the Tamper Logs command in the Database menu. The Filter For Tamper Logs dialog box is displayed.
2. Select your desired filter options.

3. Click OK to show the Tamper Logs browser window or click Cancel to exit the dialog box without opening the
browser window.

4. Click Set Filter to change the filter for the displayed records.
Highlight a specific record and click Edit to view that record in the Update window.

Note: You cannot edit tamper log data.

o

Highlight a specific record and click Delete to delete that record.

~

Click Close to exit the browser window.

8. Click Print to print the browser window.
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Filter for Tamper Logs

The Tamper Logs filter dialog box is displayed when you select the Tamper Logs command in the Database menu or
when you select the Set Filter command when you are exporting data.. The tamper logs filter allows you to select
tamper log records based on the options you choose in the filter dialog box.

To filter tamper log data:

1. Select the Tamper Logs command in the Database menu. The Filter For Tamper Logs dialog box is displayed.

Filter For Tamper Logs |

Compaty Location IDavis Instrunments

i BErowse Al
" Diiver Mame I j
" DriveRight ID | =]

[~ Tamper Logs Between

Start Date I 0342042003 j [ rrnAdd A |

End Date | 03/20/2003 j

Cancel | Help

Click the Browse All to select all records.
Click Driver Name and select a driver from the drop-down list to select the records for a specific driver.

Click DriveRight ID and select an ID from the drop-down list to select the records for a specific DriveRight.

a > 0N

Check Tamper Logs Between and select a Start Date and End Date to select records from a specific time
period.

6. Click OK to set the filter or click Cancel to exit the dialog box without opening the browser window.

Edit Tamper Log

Use the Edit command in the Tamper Log browse window to view a tamper log record.
Note: Tamper Log records cannot be edited.

To edit a tamper log record:

1. Select the Tamper Logs command in the Database menu. The Filter for Tamper Logs dialog box is displayed.
2. After selecting your filter options, click OK to display the Tamper Logs browse window

3. Click on a record to select it for editing. The selected record is highlighted.

4. Click the Edit button to display the selected record. The Edit Tamper Log dialog box is displayed.
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Edit Tamper Log |

Compary Location IDavis Instrunnents

DriveRight ID |11

Diriver Name IHElrr_l,I Puatter

T amper Date |1 2/12/2002

T amper Time |n4:1 200 P

Regs IF'LUG 1M

Cancel Help

5. Click OK or Cancel to exit.

Trip Addresses

Use the Trip Addresses command in the Database menu to view or edit trip address data.

To view or edit trip address data:

Select the Trip Addresses command in the Database menu. The Trip Addresses browse window is displayed.
Click the Add New button to add a new trip address to the database.

Highlight a record in the browse window and click Edit, or double-click a record to edit the record.

Highlight a record in the browse window and click Delete to delete that record.

Click Close to exit the browse window.
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Click Print to print the browse window.
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Add Trip Address
Use the Add New command in the Trip Addresses browser to add a new trip address to the database.

To add a new trip address:

1. Select the Trip Addresses command in the Database menu. The Trip Addresses browser is displayed.

2. Click the Add New button to add a new trip address. The Add Trip Addresses dialog box is displayed.

Add Trip Addresses |

Company Location IDavis | nztruments

Addresz 1D I2

Addresz Hame I

Company Mame I

Contact Person I

Address I

City |

State I £ip Code I

Counkbry I

T elephone I

Faw Mumber I

E-mail |

Cancel Help

3. Enter the new record information.

4. Click OK to save the new record or click Cancel to exit without adding a new record.

Edit Trip Address
Use the Edit command in the Trips browse window to edit a trip address record.

To edit a trip address record:

1. Select the Trip Address command in the Database menu. The Trip Addresses browse window is displayed.

2. Click on arecord to select it for editing. The selected record is highlighted.

107



3. Click the Edit button to edit the selected record. The Edit Trip Addresses dialog box is displayed.

Edit Trip Addresses |

Company Location IDavis | ntruments

Addreszz 1D I'I

Address Mame IDa'-fiS

Coaripany Marie IDaviS I nstruments

Contact Persan I.-’-'-.Il:lus Dumbledore

tddress |3455 Diiablo Awve.

City IHa_l,lwaru:I

State ID‘-‘-. £ip Code ILIS.-'l‘-.

Countmy |94545

T elephone IE'I 0-732-9229

Fam Mumber |51 0-732-9188

E -rnail Iinfn@davisnet.cnm

Cancel Help

4. Edit the record as desired.

5. Click OK to save the record or click Cancel to exit without saving.

Days

Use the Days command in the Database menu to view or edit day data. Day data summarizes vehicle information by

day. As the day data is composed from the trip database in the case of Trip Computer, Trip 500AL or DriveRight 600,

you cannot add any data in this dialog. While downloading data from a DriveRight, the day data will be processed and
placed into the database.

To view or edit the day data:

1. Select the Days command in the Database menu. The Filter For Days dialog box is displayed.
2. Select your desired filter options.

3. Click OK to show the Days browse window or click Cancel to exit the dialog box without opening the browse
window.

4. Click Set Filter to change the filter for the displayed records.

Highlight a specific record and click Edit to view that record in the Update window.
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6. Highlight a specific record and click Delete to delete that record.
7. Click Close to exit the browse window.

8. Click Print to print the browse window.

Filter for Days

The Filter For Days dialog box is displayed when you select the Days command in the Database menu or when you
select the Set Filter command when you are exporting data. The days filter allows you to select data based on the
options you choose in the filter dialog box.

To filter days data:

1. Select the Days command in the Database menu. The Filter For Days dialog box is displayed.

Filter For Days E |

Company Location IDavis Instruments

& Browse Al
= Diiver Mame I j
I DiiveRight ID | =]

[ Days Between

Start Date I 034202003 vl [ rarnddypm
End DatEIEIS.-"EEI.-"EDDS vl

High Speed 3= ID mileshr

Cancel | Help

2. Click the Browse All to select all records.
3. Click Driver Name and select a driver from the drop-down list to select the records for a specific driver.
4. Click DriveRight ID and select an ID from the drop-down list to select the records for a specific DriveRight.
5. Check Days Between and select a Start Date and End Date to select records for a specific time period.
6. To select records with a high speed over a specified speed, enter a speed in the High Speed >= text box.
7. Click OK to set the filter or click Cancel to exit the dialog box.

Edit Days

Use the Edit command in the Days browse window to edit a days record.

To edit a days record:

1. Select the Days command in the Database menu. The Filter for Days dialog box is displayed.
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2. After selecting your filter options, click OK to display the Days browse window.
3. Click on a record to select it. The selected record is highlighted.
4. Click the Edit button to edit the selected record. The Edit Days dialog box is displayed.
Edit Days
Company Location |Davi$ Instrurnemts DiiveRlight Type |Tri|:| BO0&L Time in Mation IW
DirivveRight 1D |'|'I Firzt Move lm Tirne Over Speed IW
[rate W Last Move lm Speed Limit |557
Day IW Top Speed l‘l?i Aol Linnit IEIEEIi
Driver M ame |Harr_l,l Patter ﬂ Time of TopSpeed li Diecel Limit |D357
Total Time IW Accel Count |27 High Accel lﬂi
Total Digtance Imi Decel Count l'li Time of Hightwccel li
Cancel | Help |
5. Enter the new record information.
6. Click OK to save the changes or click Cancel to exit without saving.
Print Days

Use the Print command in the Days browser to print days records.

To print days records:

1.
2.
3.

Select the Days command in the Database menu. The Filter for Days dialog box is displayed.

After selecting your filter options, click OK to display the Days browse window.

Click the Print button. The Select Days Fields to Print dialog box is displayed.
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Select Days Fields to Print |

¥ Prirt &1l Fields
[ Select fields ta print
= Laeatin I | [ece!|Eaurt
™| DriveRight D I= | Speed|Lint
T bapliate T | Aizee! Limit
| bay 7| ecel|Limit
™| Drriwer ™| CriveBight Tiupe
T Digtatize = Eirstifdye
I” | High Speed ™| Last idove
™| Tiime of HighSpeed = | Tiime ik aticn
™| Time Dyer Speed ™| High &szzel
| Tatal Time ™| High £cee! Time
= Ecce! Caunt
(= | SEL A |

Cancel |

To print all fields in the records, leave the Print All Fields box checked.
To print selected fields, check the Select fields to print box, then check each of the fields to be printed.
You can click Clear All to de-select all fields, or click Set All to select all fields.

Click OK to print or click Cancel to exit without printing.

Download Dates

Use the Download Dates command in the Database menu to view or edit the download dates data.

To view or edit the download dates data:

1.

Select the Download Dates command in the Database menu. The Filter For Download Dates dialog box is
displayed.

Select your desired filter options.

Click OK to show the Download Dates browse window or click Cancel to exit the dialog box without opening the
browse window.

Click Add New to create a new record.

Click Set Filter to change the filter for the displayed records.
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Highlight a specific record and click Edit to view that record in the Update window.
Highlight a specific record and click Delete to delete that record.

Click Close to exit the browse window.
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Click Print to print the browse window.

Filter for Download Dates

The Filter For Download Dates dialog box is displayed when you select the Download Dates command in the
Database menu or when you select the Set Filter command when you are exporting data. The Download Dates filter
allows you to select data based on the options you choose in the filter dialog box.

To filter Download Dates data:

1. Select the Download Dates command in the Database menu. The Filter For Download Dates dialog box is
displayed.

Filter For DownloadD ates |

Company Location IDavis [nztruments

& Browse Al
" Diiver Name I j
[ DriveHightIDl j

[T Download Dates Between

End [rate ||:|3.-"2|:|.-"2|:||:|3 vl

Cancel | Help

Click the Browse All to select all records.
Click Driver Name and select a driver from the drop-down list to select the records for a specific driver.

Click DriveRight ID and select an ID from the drop-down list to select the records for a specific DriveRight.
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Check Download Dates Between and select a Start Date and End Date to select records for a specific time
period.

6. Click OK to set the filter or click Cancel to exit the dialog box.

Add Download Dates
Use the Add New command to add a record to the Download Dates database.

To add a new download date:

1. Select the Download Dates command in the Database menu. The Download Dates browse window is displayed.

2. Click the Add New button to add a download date record. The Add Download Dates dialog box is displayed.
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Add Download Dates |

Company Location IDiaI:.In_M_l,nSIJL
DriveRight ID | =
Download Date | 02/24/2003 | [ mmdd )
Davs Since Download I

Diriver Mame I j

Cancel | Help |

3. Enter the new record information.

4. Click OK to save the new record or click Cancel to exit without adding a new record.

Edit Download Dates
Use the Edit command in the Download Dates browse window to edit a download date record.

To edit a download date record:

1. Select the Download Dates command in the Database menu. The Filter for Download Dates dialog box is
displayed.

2. After selecting your filter options, click OK to display the Download Dates browser.
Click a record to select it. The selected record is highlighted.

4. Click the Edit button to edit the selected record. The Edit Download Dates dialog box is displayed.

Edit Download Dates |

Compary Location |Davis Inztruments

DriveRight 1D |11 =]
Download Date | 02/11/2003 | [ mmdd )
Davs Since Download I'I
Driver Mame IHarr_l,l Patter j

Cancel | Help |

5. Edit the record as desired.

6. Click OK to save the changes or click Cancel to exit without saving.

GPS

Use the GPS command in the Database menu to view or edit GPS data.
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To view or edit GPS data:
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Select the GPS command in the Database menu. The Filter For GPS dialog box is displayed.
Select your desired filter options.

Click OK to show the GPS browse window or click Cancel to exit the dialog box.

Click Set Filter to change the filter for the displayed records.

Highlight a specific record and click Edit to view the selected record.

Highlight a specific record and click Delete to delete that record.

Click Close to exit the browser window.

Click Print to print the browser window.

Filter for GPS

The Filter For GPS dialog box is displayed when you select the GPS command in the Database menu or when you
select the Set Filter command when you are exporting data. The GPS filter allows you to select data based on the
options you choose in the filter dialog box.

To filter GPS data:

1.
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Select the GPS command in the Database menu. The Filter For GPS dialog box is displayed.

Filter For GPS ]|

Company Locatian IDavis Instrumnents

" Browse &l
€ Dijver Mame IHarr_l,I Puotter j
" DriveRight ID | =l

[T GPS Between

Start Date & Time IDSHEDHEDDS L’I12:EIEI:EIEI &b j [ rrnd ddd Ay |

[ &M PM |
End Date & Time |D3xznxzn|33 L’|11:59:59 PM

High Spead »= IU rilezAhr

Cancel Help

Click the Browse All to select all records.

Click Driver Name and select a driver from the drop-down list to select the records for a specific driver.
Click DriveRight ID and select an ID from the drop-down list to select the records for a specific DriveRight.
Check GPS Between and select a Start Date and End Date to select records for a specific time period.
To select records with a high speed over a specified speed, enter a speed in the High Speed >= text box.

Click OK to set the filter or click Cancel to exit the dialog box.
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Edit GPS
Use the Edit command in the GPS browse window to view a GPS record.
Note: GPS records cannot be edited.

To view a GPS record:

Select the GPS command in the Database menu. The Filter for GPS dialog box is displayed.

1

2. After selecting your filter options, click OK to display the GPS browser.

3. Click on a record to select it. The selected record is highlighted.

4. Click the Edit button to view the selected record. The Edit GPS dialog box is displayed.

Edit GPS |
Campany Lacation IDavis Ingtruments o Speedlﬂ
DiiveRight ID |11 High Speed |8
Drriver Mame IHEl”.'r' Fatter Direction IN
GPS Date [11/2272002 Dy [Friday

GRS Time|n3:15:13 Phd

Latitude |3?-?5?E Longitude I'1 22,4250 Status IEE":":'

Cancel | Help |

5. Click OK or Cancel to exit.

Print GPS
Use the Print command in the GPS browse window to print GPS records.

To print GPS records:

1. Select the GPS command in the Database menu. The Filter for GPS dialog box is displayed.

2. After selecting your filter options, click OK to display the GPS browse window.
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Click the Print button. The Select GPS Fields to Print dialog box is displayed.

Select GPS Fields to Print ]|

¥ Print &1l Fields

[ Select fields to print

T Lozatiar = 20w

= Drivefight D I~ HighEpeed

= DateTjime = [Cat

T Day I

= Giriver = Status

™| 2hEpeed [T Wigital lmput Label=

[Elear Al | Seh Al |
Cancel |

To print all fields in the records, leave the Print All Fields box checked.
To print selected fields, check the Select fields to print box, then check each of the fields to be printed.
You can click Clear All to de-select all fields, or click Set All to select all fields.

Click OK to print or click Cancel to exit without printing.

Odometer Logs

Use the Odometer Logs command in the Database menu to view or edit odometer log data.

To view or edit odometer log data:

1.

w

© N o o &

Select the Odometer Logs command in the Database menu. The Filter For Odometer Logs dialog box is
displayed.

Select your desired filter options.

Click OK to show the Odometer Logs browser window or click Cancel to exit the dialog box without opening the
browser window.

Click Set Filter to change the filter for the displayed records.
Highlight a specific record and click Edit to edit the selected record.
Highlight a specific record and click Delete to delete that record.
Click Close to exit the browser window.

Click Print to print the browser window.
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Filter for Odometer Logs

The Filter For Odometer Logs dialog box is displayed when you select the Odometer Logs command in the Database
menu or when you select the Set Filter command when you are exporting data. The odometer logs filter allows you to
select data based on the options you choose in the filter dialog box.

To filter odometer log data:

1. Select the Odometer Logs command in the Database menu. The Filter For Odometer Logs dialog box is
displayed.

Filter For Odometer Logs |

Campary Location |Davis Instruments

% Browse &l
€ Driveright 1D | =l
" eh D/ Lic | =]

Cancel | Help |

Click the Browse All to select all records.
Click Driver Name and select a driver from the drop-down list to select the records for a specific driver.

Click DriveRight ID and select an ID from the drop-down list to select the records for a specific DriveRight.

a » DN

Click OK to set the filter or click Cancel to exit the dialog box.

Edit Odometer Log
Use the Edit command in the Odometer Logs browse window to edit an odometer log record.

To edit an odometer log record:

1. Select the Odometer Logs command in the Database menu. The Filter for Odometer Logs dialog box is
displayed.

2. After selecting your filter options, click OK to display the Odometer Logs browse window.

3. Click on arecord to select it for editing. The selected record is highlighted.
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4. Click the Edit button to edit the selected record. The Edit Odometer Log dialog box is displayed.

Edit ODdometer Log |

Company Location IDavis Inztruments

DiriveRight |0 |3|:“359
Yehicle |10 IEI
Odometer Yalue |4??-UU

,&diugtment DateTime IDE."?D."IEDDB 07:17:34 Ak

Cauze IEI

Cancel Help

Edit the record as desired.

Click OK to save the changes or click Cancel to exit without saving.

Maintenance

Use the Maintenance command in the Database menu to delete data from the database. Although there are several
opportunities to delete data in other parts of the program, this option is meant to delete large portions of data at once.
Use this option carefully.

Note: Before the data is deleted, you will be prompted to confirm the deletion.

To delete data from the database:

1. Select the Maintenance command in the Database menu.

2. Select the database table to delete records from the drop-down list. A delete filter dialog box appears.

Filter For Deleting Trips

Filter For Deleting Accident Logs

e Filter For Deleting Tamper Logs

*  Filter For Deleting Days

e  Filter For Deleting Download Dates

e  Filter For Deleting GPS

*  Filter For Deleting Odometer Logs

Enter the filter information for the records to be deleted.

Click OK to delete the selected records or click Cancel to exit without deleting records. If you click OK to delete
data, you will be prompted to confirm the deletion.

5. To confirm the deletion, click Yes in the message box or click No to cancel and return to the delete filter dialog
box.

Filter For Deleting Accident Logs

Use this filter to select Accident Log data to be deleted.
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To select Accident Log data for deletion:

1. Select the Maintenance command in the Database window.

2. Select the Delete Data command and then select Accident Log in the drop-down menu. The Filter For Deleting
Accident Log dialog box is displayed.

Filter For Deleting AccidentLogs

Company Lozation IDavis

O Delete &l
& Diver Mame I j
" DiiveRight 1D | =]

[T AccidentLogs Between

Start Date [ 02152005~ | (rméddiypy |

End Date | 0241342003 j

Cancel |

Click the Delete All to delete all records.

Click Driver Name and select a driver from the drop-down list to delete the records for a specific driver.

Click DriveRight ID and select an ID from the drop-down list to delete the records for a specific DriveRight.

o o > w

Check Accident Logs Between and select a Start Date and End Date to delete records from a specific time
period.

7. Click OK to delete the selected records or click Cancel to exit the dialog box.
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Filter For Deleting Days
Use this filter to select Days data to be deleted.

To select Days data for deletion:

1. Select the Maintenance command in the Database window.

2. Select the Delete Data command and then select Days in the drop-down menu. The Filter For Deleting Days
dialog box is displayed.

Filter For Deleting Days |

Company Location IDavis

= Delete Al
™ Diiver Mame I j
" DiiveRight 1D | =]

[T Dayz Between

Start Date I 021342003 vl [ rrndd Ay
End DateIDEHEHEDDH vl

High Speed = ID kmhr

Cancel |

Click the Delete All to delete all records.

Click Driver Name and select a driver from the drop-down list to delete the records for a specific driver.
Click DriveRight ID and select an ID from the drop-down list to delete the records for a specific DriveRight.
Check Days Between and select a Start Date and End Date to delete records from a specific time period.

To delete records with a high speed over a specified speed, enter a speed in the High Speed >= text box.

© N o 0o > w

Click OK to delete the selected records or click Cancel to exit the dialog box.

Filter For Deleting Download Dates
Use this filter to select Download Dates records for deletion.

To select Download Dates data for deletion:

1. Select the Maintenance command in the Database window.

2. Select the Delete Data command and then select Download Dates in the drop-down menu. The Filter For
Deleting Download Dates dialog box is displayed.
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Filter For Deleting DownloadD ates |

Caompany Location IDENiS

" Delete &l
" Diiver Name I j
[ DriveHightIDl j

[T Download Dates Between

Start Drate IIIIEJ‘I 242003 vl [ mmddd A |
End DateIIIIEﬂS#EEIEIS vl

Cancel

Click the Delete All to delete all records.
Click Driver Name and select a driver from the drop-down list to delete the records for a specific driver.
Click DriveRight ID and select an ID from the drop-down list to delete the records for a specific DriveRight.

Check Download Dates Between and select a Start Date and End Date to delete records for a specific time
period.

Click OK to delete the selected records or click Cancel to exit the dialog box.
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Filter For Deleting GPS
Use this filter to select GPS data to be deleted.

To select GPS data for deletion:

1. Select the Maintenance command in the Database window.

2. Select the Delete Data command and then select GPS in the drop-down menu. The Filter For Deleting GPS
dialog box is displayed.

Filter For Deleting GPS ]|

Compary Location IDavis

= Delete Al

" Diiver Mame I

[
[

" DriveRight 1D |

[T GPS Between

Start Date & Time |EI2."1 342003 L’I12:EIEI:EIEI &b j [ rrnd ddd Ay |

[4b P
End Date & Time ||:|2.-"1 342003 L’I'I'I:EEI:EEI P j

High Spead »= IU kb

Cancel |

Click the Delete All to delete all records.

Click Driver Name and select a driver from the drop-down list to delete the records for a specific driver.
Click DriveRight ID and select an ID from the drop-down list to delete the records for a specific DriveRight.
Check GPS Between and select a Start Date and End Date to delete records from a specific time period.

To delete records with a high speed over a specified speed, enter a speed in the High Speed >= text box.

© N o o > w

Click OK to delete the selected records or click Cancel to exit the dialog box.

Filter For Deleting Odometer Logs
Use this filter to select Odometer Log data to be deleted.

To select odometer log data for deletion:

1. Select the Maintenance command in the Database window.

2. Select the Delete Data command and then select Odometer Logs in the drop-down menu. The Filter For
Deleting Odometer Logs dialog box is displayed.
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Filter For Deleting OdometerLogs |

Company Location IDavis

' Delete Al
€ Driveright 1D | =l
" eh D/ Lic | =]

Click Delete All to delete all records.
Click Driver Name and select a driver from the drop-down list to delete the records for a specific driver.

Click DriveRight ID and select an ID from the drop-down list to delete the records for a specific DriveRight.

o g > Ww

Click OK to delete the selected records or click Cancel to exit the dialog box.

Filter For Deleting Tamper Logs
Use this filter to select Tamper Log data to be deleted.

To select tamper log data for deletion:

1. Select the Maintenance command in the Database window.

2. Select the Delete Data command and then select Tamper Logs in the drop-down menu. The Filter For Deleting
Tamper Logs dialog box is displayed.

Filter For Deleting TamperLogs |

Compary Location IDavis

" Delete Al

= Driver Mame I j
I

™ DriveRight 1D |

[T TamperLogs Between

Start D ate | 0241342003 j [ mrnAdd |

End Date | 02/13/2003 j

Cancel |

3. Click the Delete All to delete all records.
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Click Driver Name and select a driver from the drop-down list to delete the records for a specific driver.

Click DriveRight ID and select an ID from the drop-down list to delete the records for a specific DriveRight.

Click Veh ID/Lic and select an ID from the drop-down list to delete the records for a specific vehicle.

Check Tamper Logs Between and select a Start Date and End Date to delete records from a specific time
period.

Click OK to delete the selected records or click Cancel to exit the dialog box.

Filter For Deleting Trips

Use this filter to select trip records for deletion.

To select trip data for deletion:

1.
2.

© © N o 0 > W

Select the Maintenance command in the Database window.

Select the Delete Data command and then select Trips in the drop-down menu. The Filter For Deleting Trips

dialog box is displayed.

Filter For Deleting Trips |

Company Location IDavis Inztruments

= Delete Al

" Diriver Mame I |
" DiiveRight 1D | =]
[

 vehID/Lic |

[ Trips Between
Start Date [05/20/2005 < | m/dd /iy |

End Diate |n3xzwznna 7

TopSpeed == ID miles/hr

Cancel | Help

Click the Delete All to delete all records.

Click Driver Name and select a driver from the drop-down list to delete the records for a specific driver.

Click DriveRight ID and select an ID from the drop-down list to delete the records for a specific DriveRight.

Click Veh ID/Lic and select an ID from the drop-down list to delete the records for a specific vehicle.
Check Trips Between and select a Start Date and End Date to delete records from a specific time period.
To delete records with a high speed over a specified speed, enter a speed in the High Speed >= text box.

Click OK to delete the selected records or click Cancel to exit the dialog box.

124



Reports Menu

DriveRight can produce a number of useful reports. The reports can be displayed on the screen or printed.

The following reports are available:

* Accident Log Report

»  Driver Performance Score
«  Exception Reports

« Database Reports

*  Usage Report

e Trip Summary Report

e Tamper Logs Report

e Odometer Report

* Relationship Report

»  Days Since Last Download Report

Accident Log Report

The Accident Log report allows you to view, print, or export the contents of the Accident Log.

To create an Accident Log Report:

1. Select Accident Log Report from the Reports Menu. The Accident Report dialog box is displayed.

Accident Report

Company Location: IDavis

DiriveRight ID: |11£384PDF’ =]
List shaws |IDMAYeh. Lic. Mo,

Start Date: |04/08/2003 | [ mmddmy )

EndDate: [0a/08/2003 =]

Clutput to:
" Excel

% Fleport Viewer

Cancel Help

=]|

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if

necessary.

3. Select the DriveRight ID to be used in the report.
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5.
6.

Select the Start Date and the End Date for the accident logs to be listed in the report.
Select the type of output for the report: Excel or Report Viewer.

Click OK to create the report or click Cancel to exit the dialog box.

Driver Performance Score

The Driver Performance Score report allows you to view, print, email, or export the Driver Performance Score.

To create the Driver Performance Score Report:

1.

Select Driver Performance Score Report from the Reports Menu. The Driver Performance Score dialog box is
displayed.

Driver Performance Score |
Company Location: IDavis
— Sart by
Start Date: [03/08/2003 =] [mmddddpyy) | © Cument Score
=] " Cumulative 5 core
End Date: |04/08/2003 bl
I ¢ Diriver Wame
Compare with |ast IEI maonths
— Clutput to:
" Excel ¥ Use Calar
% Repaort Viewer
" Emnail
[ Usze DriveRight Conzale Methad
Cancel Farmula Help

Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.

Select the Start Date and the End Date for the driver performance data to be included in the report.

Use the Sort by options to sort the output by current score, cumulative score, or the driver's name. If you sort
by current score and choose "Use Color", the coloring is done based on the current score. If you sort by
cumulative score, the coloring is done based on cumulative score. If you sort by driver’s name, coloring is done
based on the current score.

Use the "Compare with last ____ months" text box to enter the number of months back from the start date that
you want to include in the calculation of the "cumulative" score. The cumulative score will be calculated from
the start date minus X months up to and including the end date.

Select the type of output for the report: Excel, Report Viewer, or Email. Click Use Color to enable color printing.

Check "Use DriveRight Console Method" box to calculate the Driver Performance Score using the same method
used in the DriveRight console. If the box is left unchecked, the "Default Software Method" is used.
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8. Click on the Formula button to view or change the Driver Performance Score parameters.

9. Click OK to create the report or click Cancel to exit the dialog box.

Driver Performance Score Formula
Use this dialog box to edit the parameters used in the Driver Performance Score:

To modify the Driver Performance Score parameters:

1. Select Driver Performance Score Report from the Reports Menu. The Driver Performance Score dialog box is
displayed.

2. Click on the Formula button in the lower right corner of the Driver Performance Score dialog box. The Score
Parameters dialog box is displayed.

Score Parameters
Light Heawy
Speed Threshold (4] [HN |70 (MPH]
Time Over Factor (C] 20,00 |30.00 Speed Score Weight

Speed Factor [D] |E_EII:I |E_EIEI .40

Accel Threshald [E)  [0.35 |0.35 (5] ) St

Accel Factor [F) |E_EII:I |E_EIEI 025

Decel Threshold (5] |D-35 |D-35 (G] Decel 5core Weight

Decel Factor [H]  [5.00 |5.00 0.25

Dapg Since Lazt Download  Points

015 [100
[15-30 |70
|31-45 |20

Download Score ‘wWeight

DEfaultS Idﬁi IDi IW
C |
QME Colcring Cut OFf
Green |34 Yelow |70

3. Edit the parameters as desired.

4. Click on the Defaults button at any time to restore the default parameters.
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5.  When you are finished modifying the parameters, click OK to save the changes or click Cancel to exit the dialog
box without saving any changes.

Exception Reports

Exception Reports can be printed for Vehicles, Drivers, and Trip Addresses.

»  Excessive Speed Report
*  Night Driving Report
e Hard Braking Report
* Time Over Speed Report

Excessive Speed Report
Use the Excessive Speed Report to identify drivers that exceed a set speed.

To create an Excessive Speed Report:

1. Select Excessive Speed Report from the Exception Reports command in the Reports Menu. The Excessive
Speed Report dialog box is displayed.

Exceszsive Speed Heport |

Company Locatian IDavis |nztruments Sart By

& Diiver Mame

Al Drivers % Diriver Mames Diobby

Harry Potter " Date
UMALLOCATED DRIMER

¥ iShow Time Spent Over Speed Limit

[T Tiips Between

Start Date [12727/2005 <] {monvdddyny )

End Date |03£2?xznng j

Top Speed = IEEI milesdhr
k., I Cancel Help

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.

3. Select the Sort By criteria by clicking next to either Driver Name or Date.
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4. Select All Drivers to print the report for all drivers, or select Driver Names to create the report for specific drivers.
5. If you are creating the report for specific drivers, select the driver’s name in the list.

»  Click once to select the name and click a second time to clear the name.

*  Multiple drivers can be selected for the report.

6. Select Trips Between to create a report that only lists trips taken between specific dates. If you select Trips
Between, then indicate the Start Date and End Date for the reported trips.

7. Enter the Top Speed in the edit box. Trips with speeds in excess of the top speed will be listed in the report.
8. Click OK to create the report or click Cancel to exit the dialog box.

9. You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen
icon: u )

Hard Braking Report
Use the Hard Braking Report to identify drivers that use the brakes excessively.

To create a Hard Braking Report:

1. Select Hard Braking from the Exception Reports command in the Reports Menu. The Hard Braking Report
dialog box is displayed.

Hard Braking Report |

Compahy Location IDavis Sort By IDriver name j

&l Drivers & Diiver Names Diobby

Harry Potter
UMALLOCATED DRIVER

— Choaoze Limit — Chooze [nterval

" Single trip with decel counts = I1

[ Trips Between
Start Date |01/20/2005 | (mm/dddypwy )

= Tatal number of decel counts for interval  »=

End Date |nzfzwznna j

Canicel |

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.

Select the Sort By criteria from the drop-down list: Driver name, Date, Decel count and Decel count rate.
4. Select All Drivers to print the report for all drivers, or select Driver Names to create the report for specific drivers.

If you selected Driver Names, click on the names of drivers to be included in the report.
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*  Click once to select the name. You can click a second time to clear the name.
e Multiple drivers can be selected for the report.

6. Inthe Choose Limit box you can configure the report to include all trips with at least the indicated number of
deceleration counts or you can include the trips for all drivers that exceed the minimum number of deceleration
counts during the chosen date interval.

7. Inthe Choose Interval box you can set start and end dates for the trips to be included in the report.
8. Click OK to create the report or click Cancel to exit the dialog box.

9. You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen
icon: u )

Night Driving Report

Use the Night Driving Report to list trips that occur during user-defined nighttime hours. Use this report to track
unauthorized night driving.

To create a Night Driving Report:

1. Select Night Driving from the Exception Reports command in the Reports Menu. The Night Driving Report
dialog box is displayed.

Might Driving Report |
Company Location IDavis — Sort By
' Diiver Mame
" &l Drivers
= Date
&+ Driver Names  [Dabby
Harry Potter : ;
UMALLOCATED DRIVER — Defing Might
difter I 8:00:00 PM j [ &4 P |
Before [ 6:00:00 A =
— Choosze Limit — Chooze Interval
' Single trip with night driving time = |{00:10 ) [ Trips Betwesn

Start Date [ [1/20/ 2005~ | {mddddp )
" Total night driving time for interval >= II:IEI:EIEI

End Date | 02/20/2003 j

Cancel |

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.

Select the Sorting criteria by clicking next to either Driver Name or Date.
4. Select All Drivers to print the report for all drivers, or select Driver Names to create the report for specific drivers.

If you are creating the report for specific drivers, click on the drivers name in the list.
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* Click once to select the name and click a second time to clear the name.

e Multiple drivers can be selected for the report.

6. In the Define Night box enter the night times for the report. Night will begin at the After time. Night will end at the

Before time.

7. Inthe Choose Limit box you can configure the report to list trips with at least the minimum amount of night
driving time that you specify for a single trip, or you can choose to list trips for drivers with at least the minimum

amount of total night driving time during the chosen date interval.

8. Inthe Choose Interval box you can set start and end dates for the trips to be included in the report.

9. Click OK to create the report or click Cancel to exit the dialog box.

10. You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen

icon: m .

Time Over Speed

Use the Time Over Speed Report to identify drivers that speed excessively.

To create a Time Over Speed Report:

1. Select Time Over Speed from the Exception Reports command in the Reports Menu. The Time Over Speed

Report dialog box is displayed.

Time Over Speed Report

Compaty Lu:u:atiu:unIDa\-'iS

& &l Drivers

" Diiver Mames Diobby
Harry Potter
Jimrmy Hendrix
Jimmy Page
Meil v'oung

UMaLLOCATED DRMER

Chooze Linnit

Sort By I Diriver name j

— Chooze Interval

[T Trips Between

Start Date | 04052005 =) [ mmAdd A |

End [ ate I 05/08/2003 - |

& Single bip with time over speed limit  »= |2|:| {* szeconds

™ minutes

™ Tatal time cwver zpeed limit far interval »= I " hiowrs

Cancel | Help

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if

necessary.

3. Select the Sort By criteria from the drop-down list: Driver name, Date, Time over speed and % of time over

speed..

4. Select All Drivers to print the report for all drivers, or select Driver Names to create the report for specific drivers.




5. If you selected Driver Names, click on the names of drivers to be included in the report.
*  Click once to select the name. You can click a second time to clear the name.
*  Multiple drivers can be selected for the report.
6. Inthe Choose Interval box you can set start and end dates for the trips to be included in the report.

In the Choose Limit box you can configure the report to include all single trips with at least the amount of time
over the speed limit or you can configure the report to show total time over the speed limit..

8. Click OK to create the report or click Cancel to exit the dialog box.

9. You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen

icon: u .

Database Reports

Database Reports can be printed for Vehicles, Drivers, and Trip Addresses.

*  Vehicles Report
e Trip Addresses Report

»  Drivers Report

Vehicles Report

To print a Vehicles Report:

1. Select Vehicles Report from the Database command in the Reports Menu. The Vehicles Report dialog box is
displayed.

Yehicles Report |

Compatiy Locatiaon IDavis

' Current 0dometer

[ Wiew faor
" Fleet Mame I j
" Wehicle Type I j

| k. I Cancel | Help |

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.
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Select the Sorting criteria by clicking next to the desired parameter.
Select View for to display vehicles from a specific fleet or of a specific type.

Click OK to create the report or click Cancel to exit the dialog box.

o g M w

You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen
icon: u .

Trip Addresses Report
The Trip Addresses Report displays a list of the trip addresses in your database.

To view the Trip Addresses Report:

1. Select Trip Addresses Report from the Database command in the Reports Menu. The Trip Addresses Report is
displayed.

2. You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen
icon: u .

Drivers Report

To print a Drivers Report:

1. Select Drivers Report from the Database command in the Reports Menu. The Drivers Report dialog box is
displayed.

Drivers Report |

Compary Location |Davis

— Sort by
& Driver |0
= Driver Mame

—iew by
[ Group Mame j

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.

Select the Sorting criteria by clicking next to the desired parameter.
Select View by to display drivers from a specific group.

Click OK to create the report or click Cancel to exit the dialog box.

o g M w

You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen

icon: u .
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Usage Report

The Usage Report provides a quick and easy-to-read summary of driver or vehicle mileage.

To create a Usage Report:

1.

2.

3.
4.
5.

8.

Select Usage Report from the Reports Menu. The Usage Report dialog box is displayed.

Uzage Report |
Company Location IDEWiS Sort By IDri'-.fer N j
Al Drivers Al ehicles
& Diriver Names [Doph ek 1D/ Lic Mo 7
24

UMALLOCATED DRIMVER

[ ileage by tupe

— Output tao
[ Trips Between " Ewcel

Start Date ID'I £20/2003 "I [ oAy | & Report Viewsr
¢ Email
End Date IDEJED;"EDDE vI

aF. I Cancel | Farmula Help

Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.

Select the Sorting criteria from the drop-down list.
Select All Drivers to print the report for all drivers, or select Driver Names to create the report for specific drivers.
If you are creating a report for specific drivers, click on the drivers name in the list.

Click once to select the driver and click a second time to de-select the driver.

Multiple drivers can be selected for the report.

Select All Vehicles to print the report for all vehicles, or select Veh ID/ Lic. No to create the report for specific
vehicles.

If you are creating a report for specific vehicles, click on the vehicles ID in the list.
Click once to select the vehicle and click a second time to de-select the vehicle.
Multiple vehicles can be selected for the report.

Check Mileage by type to include a breakdown of the trip mileage by type of trip. DriveRight supports the
following trip types: business, personal, commute and other.
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9. To specify a start date and end date for the report, check Trips Between and then enter the starting and ending
dates.

10. Select the type of output for the report: Excel, Report Viewer, or Email.
11. Click on the Formula button to set or change the time definitions for night and weekend driving.

12. Click OK to create the report or click Cancel to exit the dialog box.

Trip Summary Report

The Trip Summary Report provides a quick and easy-to-read summary of trips taken by either drivers or vehicles.
To create a Trip Summary Report:

1. Select Trip Summary Report from the Reports Menu. The Trip Summary Report dialog box is displayed.

Trip Summary Report |

Company Location IDaViS

Al Drivers O AllVehicles

F Drriver Hames Dl:ltltl_lrl rh YWeh |0 Lic. Mo 1/2384P0P
Harry Patter 2
UHALLOCATED DRMEF 3

[ Trips Between

Start Date |D1 28420073 j [ mnAdd Ay |

End Date |uzfzafzn|33 j

Cancel Help

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.

Select the Sorting criteria from the drop-down list.
Select All Drivers to print the report for all drivers, or select Driver Names to create the report for specific drivers.
If you are creating a report for specific drivers, click on the drivers name in the list.

*  Click once to select the drive and click a second time to de-select the driver.

e Multiple drivers can be selected for the report.
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6. Select All Vehicles to print the report for all vehicles, or select Veh ID/ Lic. No to create the report for specific
vehicles.

7. If you are creating a report for specific vehicles, click on the vehicles ID in the list.
*  Click once to select the vehicle and click a second time to de-select the vehicle.
*  Multiple vehicles can be selected for the report.

8. To specify a start date and end date for the report, check Trips Between and then enter the starting and ending
dates.

9. Click OK to create the report or click Cancel to exit the dialog box.

10. You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen

icon: m .

Tamper Logs Report

The Tamper Logs Report allows you to view the tamper logs for the selected drivers. The report is displayed by the
DriveRight FMS Report Viewer.

To view the Tamper Logs Report:

1. Select Tamper Logs Report from the Reports Menu. The Tamper Logs Report dialog box is displayed.

Tamper Logs Report |

Sart By

Company Lozation IDavis
% Driver Mame

i Al Drivers " Date

& Diriver Mames Dabby

Harry Potter
UMALLOCATED DRIMER

[T Tamper Logs Between

Start Date ID1;"2B.-’2EIEIE vl [ rmndd Ay |
End Date IDE£28£2EIEI3 vl

Set time between unplugging and downloading ; |2:00 [kb:rirn]

| k. I Cancel | Help |

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if
necessary.

3. Select the Sort by criteria by clicking next to either Driver Name or Date.
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4. Check All Drivers to create an Tamper Logs Report for all drivers in the database.
5. Check Driver Names to create an Tamper Logs Report for specific drivers in the database.
6. If you are creating the report for specific drivers, select the driver name from the list.

»  Click once to select a driver. Click a second time to de-select.

e Multiple drivers can be selected for the report.

7. Select Trips Between to create a report that only lists trips taken between specific dates. If you select Trips
Between, then indicate the Start Date and End Date for the reported trips.

8. Enter the maximum allowable time between unplugging the DriveRight and downloading. Only tampers that
exceed this time before download will be included in the report.

9. Click OK to create the report or click Cancel to exit the dialog box.

10. You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen

icon: u .

Relationship Report

The Relationship Report displays the vehicle and default driver assigned to each of the DriveRight devices in your
database.

To view the Relationship Report:

1. Select Relationship Report from the Reports Menu. The report is displayed using the DriveRight FMS Report
Viewer.

2. You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen

icon: u .
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Odometer Report

The Odometer Report allows you to view the odometer reading for vehicles in the database, as well as the number of
days since the last download for that vehicle and the date the last odometer adjustment was made. A report option
allows you to included the default driver for each vehicle listed in the report.

To view the Odometer Report:

1. Select Odometer Report from the Reports Menu. The Odometer Report dialog box is displayed.

Odometer Report |

Company Location IDavis

& Allvehicles Sort By

" Weh D/ Lie. No [7,35r00 ehiclel D =]
2/
L

[T Show Default Driver

Cancel |

2. Verify the Company Location. Use the Current Location command in the Setup Menu to change the location if

necessary.

3. Check All Vehicles to create an Odometer Report for all vehicles in the database.

4. Check Veh ID/Lic. No to create an Odometer Report for specific vehicles in the database.
5. If you are creating the report for specific vehicles, select the vehicle’s ID from the list.

Click once to select the vehicle and click a second time to clear the vehicle.

Multiple vehicles can be selected for the report.
6. Select the Sort By criteria from the drop-down list: Vehicle ID, License and Odometer.
7. Check Show Default Driver if you want the name of the default driver for each vehicle included in the report.
8. Click OK to create the report or click Cancel to exit the dialog box.
« Ifyou click OK, the report is displayed using the Report Viewer.
* You can print the report using the Print command in the File Menu.

9. You can clear the report using the Clear Screen command in the File Menu or by clicking on the Clear Screen

icon: u .
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Days Since Last Download Report

The Days Since Last Download Report allows you to quickly see the number of days that have elapsed since a
DriveRight or CarChip device has been downloaded into the DriveRight FMS database.

« The report is sorted by the number of days since the last download.

»  Devices with the most number of days since the last download are listed first.
To create the Days Since Last Download Report:

1. Select Days Since Last Download from the Reports Menu. The Days Since Last Download Report dialog box is

displayed.
Days Since Last Download Report |
i~ Al Locations
¥ Location Mames Davis
Diablo_kMySCGL
Fremont
Kennewick
Sridhar_T esting
Cancel Help

2. Select All Locations to create a report for all DriveRight and CarChip devices in all locations in your database.
3. Select Location Names to create a report for specific locations, then select the locations from the list.
e Click once to select a location and click a second time to clear the location from the report.
*  Multiple locations can be selected for this report.
4. Click OK to create the report or click Cancel to exit.
* Ifyou click OK, the report is displayed using the Report Viewer.
5. To print the report, use the Print command in the File Menu.

6. To clear the report from the screen, use the Clear Screen command in the File Menu or click on the Clear

Screen icon: m .
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Help Menu

The following commands are available in the Help Menu:

*  Help Topics - Opens the Help Topics window showing the Contents, Index, and Search options.

e About DriveRight FMS 3.0 - Displays the program version information, the release date, and the copyright
information.

About DriveRight FMS 3.1 ]|
Fleet Management Software 3.1
In| Databaze Twpe : MS Access

Copyright [C] 2003
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Troubleshooting

If you encounter problems installing or using DriveRight FMS, please contact Davis Instruments Technical Support:

. Device Communication Problems
+ Database Connection Problems
*  Miscellaneous Problems

»  Contacting Davis Instruments

Device Communication Problems

Take the following steps if the software does not communicate with a DriveRight or CarChip device.

1. DriveRight devices only - Check to make sure the DriveRight console is in the CURRENT mode instead of in
sleep mode. If the LCD screen is blank, the console is in sleep mode. Press the MODE key to put the console in
active mode..

Check that the correct Serial Port is selected.

3. If you have other programs running which use the serial port (such as the Palm HotSync Manager or the
CarChip software), close those programs and try again.

4. Check if the hardware is ok and that you have a working communication port. If necessary, contact your PC
supplier.

Database Connection Problems
Since DriveRight FMS supports multiple database systems, things could go wrong during database connection due to

various reasons.

Database Setup Error

Refer to the instructions in the message box if you get the following error message:
DriveRight |

1. Databaze Server iz not running at the specified location.
2. You do naot have access to connect to Databasze Server.
3. Login/Pazswaord entered is wrong.

Q Error Connecting to Dratabaze due to one or maore of the following reazons.

Refer to the D atabagze Selection Guide for more information about Database Setup.
Contact wour Systemn Administrator if this problem persists.

141



Database Not Setup Properly

Refer to the instructions below if you get the following error message:

DriveRight |

0 Databaze not zetup properly.

» If you are using MS Access: The database does not exist at the specified location.

« If you are using any other database: Either the database server is not running, or you do not have enough
permissions to connect. Please refer to database configuration in the DriveRight FMS Database Selection
Guide.

Miscellaneous Problems

If you selected the wrong database type during the initial program configuration, you can manually reset the database
type in the config.txt file and then start over all again.

1. If DriveRight FMS is open, close it.
2. First locate the configuration file config.txt present in DriveRight FMS install directory.

3. Open the file (it should come up in MS Notepad), and you'll see the following text near the beginning of the file:

B R R R
# this variable represents the database type

# used to store the data

# 0- represents Database connection is not yet configured
# 1- represents MS Access

# 2- represents MySQL

# 3- represents Oracle

# 4- represents MSDE/MS SQL

B R R R

DATABASE_TYPE=2

4. Edit the last line, and replace the number by 0 (zero, not capital O). After you edit the variable, the text in the file
looks like this:

DATABASE_TYPE=0

5. Save the file and close MS Notepad.

6. Run DriveRight FMS again and you will prompted to select the database type. If you need assistance, refer to
the database installation instructions in the DriveRight FMS Database Selection Guide.

Contacting Davis Instruments

You may contact Davis Instruments for technical support or product information using any of the methods shown
below.
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Technical Support

Our Technical Support Team is available Monday through Friday, 7:00 a.m. to 5:30 p.m. Pacific Time. Or use our
website, fax, fax-back, or email any time day or night.

Phone Technical Support: 510-732-7814
Fax Technical Support: 510-670-0589
Email Technical Support: support@davisnet.com

Website Support Pages: http://www.davisnet.com/support/index.asp

Note: Our website support section includes manuals for all products, technical notes, spec sheets, installation
diagrams, and more.

Other Ways to Contact Davis Instruments

Sales (US & Canada): 800-678-3669

Sales (Outside the US & Canada): 510-732-9229

Fax: 510-670-0589

Email to our Customer Service Department: sales@davisnet.com

Email for comments or general information on Davis Instruments: info@davisnet.com

Website: http://www.davisnet.com/
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Copyrights

Copyright Notice

The zipping and unzipping of files during backup/restore, FTP export/import are done using the following utility DLLSs:
ZIPDLL.DLL and UNZDLL.DLL.

COPYRIGHT STATEMENT FOLLOWS THIS LINE

DriveRight Fleet Management Software Copyright

IMPORTANT! READ CAREFULLY: This software license agreement is a legal agreement between you (either an
individual or an entity) and Davis Instruments Corporation (DAVIS). If you do not agree to the terms of this agreement,
promptly return the software packet and the accompanying items to the place you obtained them for a full refund.

GRANT OF LICENSE. The enclosed software is copyrighted material. This license agreement permits you to use one
copy of the Davis Instruments software included in this package (the SOFTWARE) on a single computer. The
SOFTWARE is in use on a computer when it is loaded into temporary memory (i.e., RAM) or installed into permanent
memory (e.g., a hard disk) of that computer. Note the following conditions to this agreement.

1. You may not install the software on a network, unless the software is used on only one computer or a separate license
(EXTRA USER LICENSE) is obtained for each additional computer on which the software is used. However, you may
install the software on a network for the sole purpose of distribution to additional computers, provided you have an
EXTRA USER LICENSE for each additional computer. Contact DAVIS for clarification or information about EXTRA
USER LICENSES.

2. You may not make changes, decompile, or reverse engineer the software.

3. You may not rent, lease, or loan the SOFTWARE, but you may transfer the SOFTWARE, accompanying DAVIS
hardware, and user documentation on a permanent basis provided you retain no copies and the recipient agrees to the
terms of this Agreement. If the SOFTWARE is an update or has been updated, any transfer must include the most recent
update and all prior versions.

DAVIS reserves the right to terminate this license if there is a violation or default of this agreement. At that time, all
copies of the software and documentation must be returned to DAVIS and the customer will be liable to DAVIS for all
damages suffered as a result of that violation or default.

LIMITED WARRANTY

DAVIS warrants to the original end user of the SOFTWARE that the SOFTWARE will operate in conformity with the
documentation for such software. DAVIS warrants that (a) the SOFTWARE will perform substantially in accordance with
the accompanying documentation for a period of one (1) year from the date of receipt and (b) any DAVIS hardware
accompanying the SOFTWARE will be free from defects in material and workmanship under normal use and service for
a period of one (1) year from the date of receipt. All implied warranties on the SOFTWARE and hardware are limited to
one (1) year. This warranty will be void if the software has been modified, tampered with, or improperly used. This
warranty will be effective only if the Registration Card included with the product is returned to DAVIS.

To the maximum extent permitted by applicable law, DAVIS disclaims all other warranties, either express or implied,
including, but not limited to implied warranties of merchantability and fitness for a particular purpose, with regard to the
SOFTWARE, the documentation, and the accompanying hardware.

To the maximum extent permitted by applicable law, in no event shall DAVIS be liable for any damages whatsoever
(including without limitation, direct or indirect damages for personal injury, loss of business profits, business interruption,
loss of business information, or other pecuniary loss) arising out of the use or inability to use this product, even if DAVIS
has been advised of the possibility of such damages. In any case, DAVIS’ entire liability under any provision of this
agreement shall be limited to the amount actually paid by you for the SOFTWARE and/or hardware.

Some states do not allow limitations on how long an implied warranty lasts, or the exclusion or limitation of incidental or
consequential damages, so the above limitations may not apply to you. This warranty gives you specific legal rights. You
may have other rights, which vary from state to state.

Davis Software License Agreement for Installation Dialog Box October 30, 2002

Info-ZIP Copyright

This is version 2002-Feb-16 of the Info-ZIP copyright and license. The definitive version of this document should be
available at ftp:/ftp.info-zip.org/pub/infozip/license.html indefinitely.
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Copyright (c) 1990-2002 Info-ZIP. All rights reserved.
For the purposes of this copyright and license, "Info-ZIP" is defined as the following set of individuals:

Mark Adler, John Bush, Karl Davis, Harald Denker, Jean-Michel Dubois, Jean-loup Gailly, Hunter Goatley, lan Gorman,
Chris Herborth, Dirk Haase, Greg Hartwig, Robert Heath, Jonathan Hudson, Paul Kienitz, David Kirschbaum, Johnny
Lee, Onno van der Linden, Igor Mandrichenko, Steve P. Miller, Sergio Monesi, Keith Owens, George Petrov, Greg
Roelofs, Kai Uwe Rommel, Steve Salisbury, Dave Smith, Christian Spieler, Antoine Verheijen, Paul von Behren, Rich
Wales, Mike White

This software is provided "as is," without warranty of any kind, express or implied. In no event shall Info-ZIP or its
contributors be held liable for any direct, indirect, incidental, special or consequential damages arising out of the use of or
inability to use this software.

Permission is granted to anyone to use this software for any purpose, including commercial applications, and to alter it
and redistribute it freely, subject to the following restrictions:

Redistributions of source code must retain the above copyright notice, definition, disclaimer, and this list of conditions.

Redistributions in binary form (compiled executables) must reproduce the above copyright notice, definition, disclaimer,
and this list of conditions in documentation and/or other materials provided with the distribution. The sole exception to
this condition is redistribution of a standard UnZipSFX binary as part of a self-extracting archive; that is permitted without
inclusion of this license, as long as the normal UnZipSFX banner has not been removed from the binary or disabled.

Altered versions--including, but not limited to, ports to new operating systems, existing ports with new graphical
interfaces, and dynamic, shared, or static library versions--must be plainly marked as such and must not be
misrepresented as being the original source. Such altered versions also must not be misrepresented as being Info-ZIP
releases--including, but not limited to, labeling of the altered versions with the names "Info-ZIP" (or any variation thereof,
including, but not limited to, different capitalizations), "Pocket UnZip," "WiZ" or "MacZip" without the explicit permission of
Info-ZIP. Such altered versions are further prohibited from misrepresentative use of the Zip-Bugs or Info-ZIP e-mail
addresses or of the Info-ZIP URL(S).

Info-ZIP retains the right to use the names "Info-ZIP," "Zip," "UnZip," "UnZipSFX," "WiZ," "Pocket UnZip," "Pocket Zip,"
and "MacZip" for its own source and binary releases.

END OF COPYRIGHT STATEMENTS
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